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Kuriyama-Couplings™

Aluminum Quick-Acting Couplings

Aluminum Part A Male Adapter x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-A050 1/2 x 1/2 0.10 100
AL-A075 3/4 0.13 50
AL-A100 1 0.12 70
AL-A125 1 1/4 0.20 40
AL-A150 1 1/2 0.28 30
AL-A200 2 0.38 40
AL-A250 2 1/2 0.58 50
AL-A300 3 0.70 35
AL-A400 4 1.58 20
AL-A500 5 1.74 4
AL-A600 6 2.95 15
AL-A800 8 7.58 2
AL-A1000 10 9.88 2
HDAL-A801 8 9.48 2

Aluminum Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-B050 1/2 x 1/2 0.18 100
AL-B075 3/4 0.24 50
AL-B100 1 0.36 30
AL-B125 1 1/4 0.62 45
AL-B150 1 1/2 0.70 30
AL-B200 2 0.86 50
AL-B250 2 1/2 1.02 40
AL-B300 3 1.56 25
AL-B400 4 2.42 25
AL-B500 5 3.34 4
AL-B600 6 4.98 10
AL-B800 8 8.03 2
AL-B1000 10 12.13 2
HDAL-B801 8 10.54 2

Aluminum Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-C050 1/2 x 1/2 0.20 100
AL-C075 3/4 0.26 50
AL-C100 1 0.42 60
AL-C125 1 1/4 0.68 35
AL-C150 1 1/2 0.74 30
AL-C200 2 0.98 40
AL-C250 2 1/2 1.28 30
AL-C300 3 2.20 15
AL-C400 4 3.16 15
AL-C500 5 3.88 4
AL-C600 6 7.70 6
AL-C800 8 10.63 1
AL-C1000 10 16.67 1
HDAL-C801 8 12.58 1

Aluminum Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-D050 1/2 x 1/2 0.18 100
AL-D075 3/4 0.22 50
AL-D100 1 0.42 30
AL-D125 1 1/4 0.68 40
AL-D150 1 1/2 0.80 30
AL-D200 2 0.92 40
AL-D250 2 1/2 1.18 35
AL-D300 3 1.80 20
AL-D400 4 2.16 10
AL-D500 5 3.42 4
AL-D600 6 4.24 10
AL-D800 8 9.50 2
AL-D1000 10 12.52 2
HDAL-D801 8 11.77 2

See applications and specifications on page 25.
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Kuriyama-Couplings™

Aluminum Quick-Acting Couplings

Aluminum Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-E050 1/2 x 1/2 0.08 100
AL-E075 3/4 0.11 50
AL-E100 1 0.20 50
AL-E125 1 1/4 0.26 30
AL-E150 1 1/2 0.38 40
AL-E200 2 0.60 50
AL-E250 2 1/2 0.86 20
AL-E300 3 1.32 18
AL-E400 4 2.10 20
AL-E500 5 3.56 4
AL-E600 6 6.16 6
AL-E800 8 7.73 2
AL-E1000 10 12.90 1
HDAL-E801 8 9.75 2

Aluminum Part F Male Adapter x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-F050 1/2 x 1/2 0.14 100
AL-F075 3/4 0.16 50
AL-F100 1 0.20 45
AL-F125 1 1/4 0.34 30
AL-F150 1 1/2 0.46 50
AL-F200 2 0.68 60
AL-F250 2 1/2 0.96 30
AL-F300 3 1.30 20
AL-F400 4 2.32 25
AL-F500 5 2.94 4
AL-F600 6 3.92 10
AL-F800 8 7.94 2
AL-F1000 10 10.58 2
HDAL-F801 8 9.95 2

Aluminum Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-DC050 1/2 0.18 100
AL-DC075 3/4 0.22 50
AL-DC100 1 0.34 40
AL-DC125 1 1/4 0.58 25
AL-DC150 1 1/2 0.64 40
AL-DC200 2 0.80 60
AL-DC250 2 1/2 0.94 50
AL-DC300 3 1.44 30
AL-DC400 4 2.34 15
AL-DC500 5 3.06 4
AL-DC600 6 4.66 6
AL-DC800 8 9.04 4
AL-DC1000 10 12.54 3
HDAL-DC801 8 10.63 4

Aluminum Part DP Dust Plug

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-DP050 1/2 0.07 100
AL-DP075 3/4 0.08 50
AL-DP100 1 0.10 80
AL-DP125 1 1/4 0.18 50
AL-DP150 1 1/2 0.25 50
AL-DP200 2 0.38 60
AL-DP250 2 1/2 0.54 40
AL-DP300 3 0.74 50
AL-DP400 4 1.22 25
AL-DP500 5 1.46 4
AL-DP600 6 2.53 20
AL-DP800 8 4.04 6
AL-DP1000 10 5.36 4
HDAL-DP801 8 5.00 6

See applications and specifications on page 25.
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Brass Quick-Acting Couplings

Brass Part A Male Adapter x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-A050 1/2 x 1/2 0.15 50
BR-A075 3/4 0.24 25
BR-A100 1 0.34 25
BR-A125 1 1/4 0.66 36
BR-A150 1 1/2 0.73 25
BR-A200 2 0.86 20
BR-A250 2 1/2 1.61 12
BR-A300 3 1.72 8
BR-A400 4 3.41 6
BR-A500 5 4.85 4
BR-A600 6 7.27 2

Brass Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-B050 1/2 x 1/2 0.36 50
BR-B075 3/4 0.44 25
BR-B100 1 0.66 25
BR-B125 1 1/4 1.19 20
BR-B150 1 1/2 1.21 20
BR-B200 2 1.39 20
BR-B250 2 1/2 1.87 12
BR-B300 3 3.36 8
BR-B400 4 4.19 6
BR-B500 5 5.18 4
BR-B600 6 8.25 2

Brass Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-C050 1/2 x 1/2 0.35 50
BR-C075 3/4 0.53 25
BR-C100 1 0.81 25
BR-C125 1 1/4 1.23 20
BR-C150 1 1/2 1.32 20
BR-C200 2 1.72 20
BR-C250 2 1/2 2.42 12
BR-C300 3 3.74 8
BR-C400 4 5.51 6
BR-C500 5 7.27 4
BR-C600 6 13.77 2

See applications and specifications on page 25.

Brass Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-D050 1/2 x 1/2 0.35 50
BR-D075 3/4 0.51 25
BR-D100 1 0.75 25
BR-D125 1 1/4 1.12 20
BR-D150 1 1/2 1.21 25
BR-D200 2 1.43 25
BR-D250 2 1/2 1.87 12
BR-D300 3 3.13 8
BR-D400 4 5.29 6
BR-D500 5 5.62 4
BR-D600 6 10.95 2
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Kuriyama-Couplings™

Brass Quick-Acting Couplings

Brass Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-E050 1/2 x 1/2 0.24 50
BR-E075 3/4 0.36 25
BR-E100 1 0.59 25
BR-E125 1 1/4 0.75 25
BR-E150 1 1/2 1.01 25
BR-E200 2 1.54 20
BR-E250 2 1/2 2.11 12
BR-E300 3 3.08 8
BR-E400 4 4.30 6
BR-E500 5 7.60 4
BR-E600 6 12.33 2

Brass Part F Male Adapter x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-F050 1/2 x 1/2 0.22 50
BR-F075 3/4 0.33 25
BR-F100 1 0.53 25
BR-F125 1 1/4 0.66 25
BR-F150 1 1/2 0.88 25
BR-F200 2 1.08 20
BR-F250 2 1/2 1.85 12
BR-F300 3 2.42 8
BR-F400 4 3.74 6
BR-F500 5 4.63 4
BR-F600 6 9.03 2

Brass Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-DC075 3/4 0.66 50
BR-DC100 1 0.95 25
BR-DC125 1 1/4 1.04 20
BR-DC150 1 1/2 1.32 25
BR-DC200 2 2.05 20
BR-DC250 2 1/2 2.20 12
BR-DC300 3 3.96 8
BR-DC400 4 4.74 6
BR-DC500 5 8.59 4
BR-DC600 6 4.66 2

Brass Part DP Dust Plug

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BR-DP075 3/4 0.22 50
BR-DP100 1 0.33 25
BR-DP125 1 1/4 0.46 25
BR-DP150 1 1/2 0.53 25
BR-DP200 2 0.99 20
BR-DP250 2 1/2 1.20 12
BR-DP300 3 1.65 8
BR-DP400 4 2.42 6
BR-DP500 5 3.74 4
BR-DP600 6 4.74 2

See applications and specifications on page 25.
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SS316 Stainless Steel Quick-Acting Couplings

316 Stainless Part A Male Adapter x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-A050 1/2 x 1/2 0.20 50
SS-A075 3/4 0.26 25
SS-A100 1 0.34 25
SS-A125 1 1/4 0.62 36
SS-A150 1 1/2 0.80 25
SS-A200 2 1.12 20
SS-A250 2 1/2 1.76 12
SS-A300 3 2.16 8
SS-A400 4 2.88 6
SS-A500 5 4.30 4
SS-A600 6 6.00 2

316 Stainless Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-B050 1/2 x 1/2 0.30 50
SS-B075 3/4 0.42 25
SS-B100 1 0.64 25
SS-B125 1 1/4 1.32 20
SS-B150 1 1/2 1.50 20
SS-B200 2 1.92 20
SS-B250 2 1/2 2.68 12
SS-B300 3 3.20 8
SS-B400 4 6.58 6
SS-B500 5 6.80 4
SS-B600 6 10.98 2

316 Stainless Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-C050 1/2 x 1/2 0.30 50
SS-C075 3/4 0.46 25
SS-C100 1 0.74 25
SS-C125 1 1/4 1.41 20
SS-C150 1 1/2 1.68 20
SS-C200 2 2.30 20
SS-C250 2 1/2 3.10 12
SS-C300 3 4.12 8
SS-C400 4 6.98 6
SS-C500 5 10.32 4
SS-C600 6 14.55 2

See applications and specifications on page 26.

316 Stainless Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-D050 1/2 x 1/2 0.40 50
SS-D075 3/4 0.52 25
SS-D100 1 0.74 25
SS-D125 1 1/4 1.47 20
SS-D150 1 1/2 1.52 25
SS-D200 2 2.16 25
SS-D250 2 1/2 3.12 12
SS-D300 3 3.82 8
SS-D400 4 5.14 6
SS-D500 5 8.00 4
SS-D600 6 10.06 2
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SS316 Stainless Steel Quick-Acting Couplings

316 Stainless Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-E050 1/2 x 1/2 0.25 50
SS-E075 3/4 0.36 25
SS-E100 1 0.60 25
SS-E125 1 1/4 0.95 25
SS-E150 1 1/2 1.22 25
SS-E200 2 1.98 20
SS-E250 2 1/2 2.64 12
SS-E300 3 3.90 8
SS-E400 4 6.38 6
SS-E500 5 9.10 4
SS-E600 6 13.49 2

316 Stainless Part F Male Adapter x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-F050 1/2 x 1/2 0.30 50
SS-F075 3/4 0.40 25
SS-F100 1 0.56 25
SS-F125 1 1/4 1.06 25
SS-F150 1 1/2 1.28 25
SS-F200 2 1.82 20
SS-F250 2 1/2 2.68 12
SS-F300 3 3.92 8
SS-F400 4 6.32 6
SS-F500 5 8.26 4
SS-F600 6 11.27 2

See applications and specifications on page 26.

316 Stainless Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-DC050 1/2 0.25 50
SS-DC075 3/4 0.36 25
SS-DC100 1 0.54 25
SS-DC125 1 1/4 1.30 20
SS-DC150 1 1/2 1.46 25
SS-DC200 2 1.78 20
SS-DC250 2 1/2 2.38 12
SS-DC300 3 3.04 8
SS-DC400 4 5.02 6
SS-DC500 5 7.35 4
SS-DC600 6 9.92 2

316 Stainless Part DP Dust Plug

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS-DP050 1/2 0.15 50
SS-DP075 3/4 0.20 25
SS-DP100 1 0.28 25
SS-DP125 1 1/4 0.60 25
SS-DP150 1 1/2 0.72 25
SS-DP200 2 0.96 20
SS-DP250 2 1/2 1.47 12
SS-DP300 3 1.94 8
SS-DP400 4 3.36 6
SS-DP500 5 6.24 4
SS-DP600 6 9.08 2
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SS304 Stainless Steel Quick-Acting Couplings

304 Stainless Part A Male Adapter x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-A050 1/2 x 1/2 0.20 50
SS304-A075 3/4 0.26 25
SS304-A100 1 0.34 25
SS304-A125 1 1/4 0.62 36
SS304-A150 1 1/2 0.80 25
SS304-A200 2 1.12 20
SS304-A250 2 1/2 1.76 12
SS304-A300 3 2.16 8
SS304-A400 4 2.88 6
SS304-A500 5 4.30 4
SS304-A600 6 6.00 2

304 Stainless Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-B050 1/2 x 1/2 0.30 50
SS304-B075 3/4 0.42 25
SS304-B100 1 0.64 25
SS304-B125 1 1/4 1.32 20
SS304-B150 1 1/2 1.50 20
SS304-B200 2 1.92 20
SS304-B250 2 1/2 2.68 12
SS304-B300 3 3.20 8
SS304-B400 4 6.58 6
SS304-B500 5 6.80 4
SS304-B600 6 10.98 2

304 Stainless Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-C050 1/2 x 1/2 0.30 50
SS304-C075 3/4 0.46 25
SS304-C100 1 0.74 25
SS304-C125 1 1/4 1.41 20
SS304-C150 1 1/2 1.68 20
SS304-C200 2 2.30 20
SS304-C250 2 1/2 3.10 12
SS304-C300 3 4.12 8
SS304-C400 4 6.98 6
SS304-C500 5 10.32 4
SS304-C600 6 14.55 2

See applications and specifications on page 26.

304 Stainless Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-D050 1/2 x 1/2 0.40 50
SS304-D075 3/4 0.52 25
SS304-D100 1 0.74 25
SS304-D125 1 1/4 1.47 20
SS304-D150 1 1/2 1.52 25
SS304-D200 2 2.16 25
SS304-D250 2 1/2  3.12 12
SS304-D300 3 3.82 8
SS304-D400 4 5.14 6
SS304-D500 5 8.00 4
SS304-D600 6 10.06 2
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SS304 Stainless Steel Quick-Acting Couplings

304 Stainless Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-E050 1/2 x 1/2 0.25 50
SS304-E075 3/4 0.36 25
SS304-E100 1 0.60 25
SS304-E125 1 1/4 0.95 25
SS304-E150 1 1/2 1.22 25
SS304-E200 2 1.98 20
SS304-E250 2 1/2 2.64 12
SS304-E300 3 3.90 8
SS304-E400 4 6.38 6
SS304-E500 5 9.10 4
SS304-E600 6 13.49 2

304 Stainless Part F Male Adapter x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-F050 1/2 x 1/2 0.30 50
SS304-F075 3/4 0.40 25
SS304-F100 1 0.56 25
SS304-F125 1 1/4 1.06 25
SS304-F150 1 1/2 1.28 25
SS304-F200 2 1.82 20
SS304-F250 2 1/2 2.68 12
SS304-F300 3 3.92 8
SS304-F400 4 6.32 6
SS304-F500 5 8.26 4
SS304-F600 6 11.27 2

See applications and specifications on page 26.

304 Stainless Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-DC050 1/2 0.25 50
SS304-DC075 3/4 0.36 25
SS304-DC100 1 0.54 25
SS304-DC125 1 1/4 1.30 20
SS304-DC150 1 1/2 1.46 25
SS304-DC200 2 1.78 20
SS304-DC250 2 1/2 2.38 12
SS304-DC300 3 3.04 8
SS304-DC400 4 5.02 6
SS304-DC500 5 7.35 4
SS304-DC600 6 9.92 2

304 Stainless Part DP Dust Plug

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SS304-DP050 1/2 0.15 50
SS304-DP075 3/4 0.20 25
SS304-DP100 1 0.28 25
SS304-DP125 1 1/4 0.60 25
SS304-DP150 1 1/2 0.72 25
SS304-DP200 2 0.96 20
SS304-DP250 2 1/2 1.47 12
SS304-DP300 3 1.94 8
SS304-DP400 4 3.36 6
SS304-DP600 6 9.08 2
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KCCA1013

Kuriyama-Couplings™

Polypropylene Quick-Acting Couplings

Polypropylene Part A Male Adapter x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPA050 1/2 x 1/2 0.04 200
PPA075 3/4 0.05 50
PPA100 1 0.05 70
PPA125 1 1/4 0.10 40
PPA150 1 1/2 0.14 30
PPA200 2 0.19 40
PPA300 3 0.48 35
PPA400 4 1.02 20

Polypropylene Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPB050 1/2 x 1/2 0.17 50
PPB075 3/4 0.18 50
PPB100 1 0.26 30
PPB125 1 1/4 0.40 45
PPB150 1 1/2 0.47 30
PPB200 2 0.49 50
PPB300 3 1.17 25
PPB400 4 1.44 25

Polypropylene Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPC050 1/2 x 1/2 0.17 100
PPC075 3/4 0.19 50
PPC100 1 0.27 60
PPC125 1 1/4 0.40 35
PPC150 1 1/2 0.51 30
PPC200 2 0.61 40
PPC300 3 1.28 15
PPC400 4 1.70 15

Polypropylene Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPD050 1/2 x 1/2 0.18 100
PPD075 3/4 0.19 50
PPD100 1 0.25 30
PPD125 1 1/4 0.41 40
PPD150 1 1/2 0.53 30
PPD200 2 0.55 40
PPD300 3 1.17 20
PPD400 4 1.58 10

See applications and specifications on page 27.
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Kuriyama-Couplings™

KCCA0114

Polypropylene Quick-Acting Couplings

Polypropylene Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPE050 1/2 x 1/2 0.03 200
PPE075 3/4 0.06 50
PPE100 1 0.08 50
PPE125 1 1/4 0.15 30
PPE150 1 1/2 0.17 40
PPE200 2 0.30 50
PPE300 3 0.76 18
PPE400 4 1.00 20

Polypropylene Part F Male Adapter x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPF050 1/2 x 1/2 0.04 200
PPF075 3/4 0.06 50
PPF100 1 0.11 45
PPF125 1 1/4 0.15 30
PPF150 1 1/2 0.18 50
PPF200 2 0.29 60
PPF300 3 0.56 20
PPF400 4 0.81 25

Polypropylene Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPDC050 1/2 0.16 100
PPDC075 3/4 0.17 50
PPDC100 1 0.24 40
PPDC125 1 1/4 0.42 25
PPDC150 1 1/2 0.47 40
PPDC200 2 0.50 60
PPDC300 3 1.06 30
PPDC400 4 1.11 15

Polypropylene Part DP Dust Plug

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPDP050 1/2 0.02 200
PPDP075 3/4 0.03 50
PPDP100 1 0.04 80
PPDP125 1 1/4 0.06 50
PPDP150 1 1/2 0.10 50
PPDP200 2 0.15 60
PPDP300 3 0.36 50
PPDP400 4 0.50 25

See applications and specifications on page 27.
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KCCA1013

Kuriyama-Couplings™

Glass Reinforced Nylon Quick-Acting Couplings

Nylon Part A Male Adapter x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRA100 1 0.16 70
GRA150 1 1/2 0.18 30
GRA200 2 0.26 40
GRA300 3 0.46 35
GRA400 4 0.92 20

Nylon Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRB100 1 0.16 30
GRB150 1 1/2 0.46 30
GRB200 2 0.52 50
GRB300 3 1.02 25
GRB400 4 1.34 25

Nylon Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRC100 1 0.18 60
GRC150 1 1/2 0.50 30
GRC200 2 0.58 40
GRC300 3 1.24 15
GRC400 4 1.60 15

Nylon Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRD100 1 0.18 30
GRD150 1 1/2 0.50 30
GRD200 2 0.58 40
GRD300 3 1.04 20
GRD400 4 1.48 10

See applications and specifications on page 27.
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KCCA1013

Kuriyama-Couplings™

Glass Reinforced Nylon Quick-Acting Couplings

Nylon Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRE100 1 0.16 50
GRE150 1 1/2 0.18 40
GRE200 2 0.28 50
GRE300 3 0.66 18
GRE400 4 1.04 20

Nylon Part F Male Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRF100 1 0.10 45
GRF150 1 1/2 0.18 50
GRF200 2 0.28 60
GRF300 3 0.66 20
GRF400 4 0.90 25

Nylon Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRDC100 1 0.16 40
GRDC150 1 1/2 0.46 40
GRDC200 2 0.50 60
GRDC300 3 0.96 30
GRDC400 4 1.16 15

Nylon Part DP Dust Plug

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GRDP100 1 0.06 50
GRDP150 1 1/2 0.12 50
GRDP200 2 0.20 60
GRDP300 3 0.36 50
GRDP400 4 0.60 25

See applications and specifications on page 27.
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KCCA1013

Kuriyama-Couplings™

EZ-Seal™ Leak Resistant Couplings
Ideally Suited for Layflat Hoses

Aluminum Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-CLF150 1 1/2 0.77 30
AL-CLF200 2 0.98 40
AL-CLF300 3 1.98 15
AL-CLF400 4 2.87 15

Aluminum Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

AL-ELF150 1 1/2 0.44 40
AL-ELF200 2 0.64 50
AL-ELF300 3 1.38 18
AL-ELF400 4 2.51 20

Aluminum Pin Lug Hose Shank with  
Brass Swivel Nut Female End (NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

ABF-LF150 1 1/2 0.37 150
ABF-LF200 2 0.58 80
ABF-LF300 3 1.16 24
ABF-LF400 4 2.01 20

Aluminum Pin Lug Hose Shank Male End  
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

ABM-LF150 1 1/2 0.22 150
ABM-LF200 2 0.40 80
ABM-LF300 3 1.04 24
ABM-LF400 4 1.48 20

See applications and specifications on pages 25 & 36.

Applications:
•	 Agriculture • Chemicals • Petroleum • Construction

• Material handling

Construction:
•	 Aluminum; ASTM B85 Grade 383

Features & Benefits:
•	 Rubber seals - Help prevent leakage

•	 Interchangeability - Part C & E conform to Mil Spec  
A-A-59326

•	 Versatile - Suitable for use with other PVC and Rubber Hoses

Note: To insure proper sealing attach band clamps directly over rubber seals.
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KCCA1013

Kuriyama-Couplings™

Ductile Iron Quick-Acting Couplings
“Maximum Flow Design”

See applications and specifications on pages 25 & 27.

Ductile Iron Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

DI-C400 4 7.29 15

Ductile Iron Part E Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

DI-E400 4 5.84 20

ALSH Aluminum Quick-Acting Couplings
Supplied with Stainless Steel Handles, Slot Pins, Safety Clips & Pull Rings

Aluminum Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

ALSH-B100 1 0.36 25
ALSH-B125 1 1/4 0.62 20
ALSH-B150 1 1/2 0.70 12
ALSH-B200 2 0.86 10
ALSH-B250 2 1/2 1.02 12
ALSH-B300 3 1.56 8
ALSH-B400 4 2.42 12

Aluminum Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

ALSH-D100 1 0.42 25
ALSH-D125 1 1/4 0.68 20
ALSH-D150 1 1/2 0.80 12
ALSH-D200 2 0.92 10
ALSH-D250 2 1/2 1.18 12
ALSH-D300 3 1.80 10
ALSH-D400 4 2.82 10

Aluminum Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

ALSH-C100 1 0.42 25
ALSH-C125 1 1/4 0.68 20
ALSH-C150 1 1/2 0.74 10
ALSH-C200 2 0.98 12
ALSH-C250 2 1/2 1.28 12
ALSH-C300 3 2.20 5
ALSH-C400 4 3.16 6

Aluminum Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

ALSH-DC100 1 0.34 25
ALSH-DC125 1 1/4 0.58 20
ALSH-DC150 1 1/2 0.64 25
ALSH-DC200 2 0.80 20
ALSH-DC250 2 1/2 0.94 12
ALSH-DC300 3 1.44 8
ALSH-DC400 4 2.34 6
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KCCA1013

Kuriyama-Couplings™

Quick-Acting Weld Couplings
BW Items are Dual Purpose

Butt Weld to Schedule 40 Pipe or Socket Weld to Nominal OD Tubing

Aluminum Part F Male Adapter

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BW-ALF150 1 1/2 0.52 50
BW-ALF200 2 0.74 60
BW-ALF250 2 1/2 1.02 30
BW-ALF300 3 1.36 20
BW-ALF400 4 2.40 25
BW-ALF500 5 3.03 4
BW-ALF600 6 4.01 10
BW-ALF800 8 8.05 2

Aluminum Part B Female Coupler

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BW-ALB150 1 1/2 0.76 30
BW-ALB200 2 0.92 50
BW-ALB250 2 1/2 1.09 40
BW-ALB300 3 1.64 25
BW-ALB400 4 2.51 25
BW-ALB500 5 3.43 4
BW-ALB600 6 5.08 10
BW-ALB800 8 8.15 2

Stainless Steel 316 Part F Male Adapter

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BW-SSF150 1 1/2 1.40 25
BW-SSF200 2 1.57 20
BW-SSF250 2 1/2 2.80 12
BW-SSF300 3 4.17 8
BW-SSF400 4 6.57 6
BW-SSF500 5 8.51 4
BW-SSF600 6 11.52 2

Stainless Steel 316 Part B Female Coupler 

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BW-SSB150 1 1/2 1.27 20
BW-SSB200 2 1.57 20
BW-SSB250 2 1/2 2.13 12
BW-SSB300 3 3.21 8
BW-SSB400 4 5.72 6
BW-SSB500 5 6.71 4
BW-SSB600 6 9.13 2

See applications and specifications on pages 25 & 26.
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KCCA1013

Kuriyama-Couplings™

Quick-Acting Weld Couplings
SW Items are Designed for Socket Weld to Schedule 40 Pipe

Aluminum Part A Male Adapter

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SW-ALA150 1 1/2 0.37 30
SW-ALA200 2 0.45 40
SW-ALA250 2 1/2 0.65 50
SW-ALA300 3 0.77 35
SW-ALA400 4 1.41 20
SW-ALA500 5 1.70 4
SW-ALA600 6 2.08 15

Aluminum Part D Female Coupler

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SW-ALD150 1 1/2 0.81 30
SW-ALD200 2 0.99 40
SW-ALD250 2 1/2 1.27 35
SW-ALD300 3 1.69 20
SW-ALD400 4 2.91 10
SW-ALD500 5 4.56 10
SW-ALD600 6 5.28 10

Stainless Steel 316 Part A Male Adapter

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SW-SSA150 1 1/2 0.71 25
SW-SSA200 2 1.37 12
SW-SSA250 2 1/2 1.38 12
SW-SSA300 3 1.87 8
SW-SSA400 4 3.95 6
SW-SSA500 5 4.46 4
SW-SSA600 6 6.16 2

Stainless Steel 316 Part D Female Coupler

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SW-SSD150 1 1/2 1.41 30
SW-SSD200 2 1.70 40
SW-SSD250 2 1/2 2.35 35
SW-SSD300 3 3.30 20
SW-SSD400 4 5.32 10
SW-SSD500 5 7.81 10
SW-SSD600 6 20.79 10

See applications and specifications on pages 25 & 26.
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Kuriyama-Couplings™

KCCA1014

Quick-Acting Special Application Couplings
Aluminum

Aluminum Reducing Coupler x Hose Shank

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

AL-C2015 2 x 1/1/2 0.93 40
AL-C3020 3 x 2 1.74 9
AL-C3040 3 x 4 2.29 8
AL-C4030 4 x 3 2.94 6

Aluminum Reducing Adapter x Hose Shank

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

AL-E2015 2 x 1/1/2 0.64 50
AL-E3020 3 x 2 1.12 12
AL-E3040 3 x 4 1.90 8
AL-E4030 4 x 3 2.03 18

See applications and specifications on page 25.

Aluminum Reducing Coupler x Male NPT

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

AL-B2030 2 x 3 1.43 12
AL-B3020 3 x 2 1.57 12
AL-B3040 3 x 4 2.45 18
AL-B4030 4 x 3 2.31 10

Aluminum Reducing Adapter x Male NPT

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

AL-F2030 2 x 3 1.06 20
AL-F3020 3 x 2 0.86 24
AL-F3040 3 x 4 1.78 25
AL-F4030 4 x 3 1.57 18

Aluminum Reducing Coupler x Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

RDA-A2030 2 x 3 1.64 12
RDA-A3020 3 x 2 2.37 6
RDA-A3040 3 x 4 2.60 6
RDA-A4020 4 x 2 2.70 6
RDA-A4030 4 x 3 2.96 6
RDA-A6040 6 x 4 6.66 2
RDA-A8060 8 x 6 10.40 4

Aluminum Spool Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

SA-A150 1 1/2 0.43 50
SA-A200 2 0.68 40
SA-A2030 2 x 3 0.97 12
SA-A300 3 1.10 12
SA-A3040 3 x 4 1.78 8
SA-A400 4 1.91 6

Aluminum Elbow Coupler x Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

DA90-A200 2 1.50 16
DA90-A300 3 2.17 10
DA90-A400 4 4.30 5

Aluminum Coupler x Coupler

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

DD-AL200 2 1.43 12
DD-AL2030 2 x 3 4.35 9
DD-AL300 3 2.40 6
DD-AL3040 3 x 4 5.90 12
DD-AL400 4 3.90 5

Aluminum Coupler x 150# ASA Flange

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

FL-AL-D200 2 2.35 4
FL-AL-D300 3 5.07 3
FL-AL-D400 4 7.94 2
FL-AL-D600 6 12.89 1

Aluminum Adapter x 150# ASA Flange

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

FL-AL-A200 2 3.05 6
FL-AL-A300 3 3.86 4
FL-AL-A400 4 5.86 3
FL-AL-A600 6 9.92 2

NEW 
SIZE
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Kuriyama-Couplings™

KCCA1014

Quick-Acting Special Application Couplings
Brass

Brass Reducing Coupler x Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

RDA-B2030 2 x 3 2.86 6
RDA-B3020 3 x 2 6.12 6
RDA-B4020 4 x 2 7.07 6
RDA-B4030 4 x 3 9.42 6

Brass Spool Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

SA-B150 1 1/2 1.35 50
SA-B200 2 2.11 40
SA-B250 2 1/2 3.55 30
SA-B300 3 3.69 20
SA-B400 4 5.97 6

Stainless Steel SS316  
Reducing Coupler x Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

RDA-SS2030 2 x 3 3.45 6
RDA-SS3020 3 x 2 4.08 6
RDA-SS4030 4 x 3 6.41 4
RDA-SS6040 6 x 4 12.10 2

Stainless Steel SS316 Spool Adapter

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

SA-SS150 1 1/2 1.76 18
SA-SS1520 1 1/2 x 2 2.10 20
SA-SS200 2 2.48 20
SA-SS2030 2 x 3 3.14 10
SA-SS300 3 4.61 10
SA-SS3040 3 x 4 5.28 6
SA-SS400 4 7.28 6

Stainless Steel SS316 Coupler x Coupler

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

DD-SS150 1 1/2 2.10 20
DD-SS200 2 2.89 12
DD-SS300 3 5.11 6
DD-SS400 4 6.66 5

Polypropylene 90° Coupler x Hose Shank

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

PP150C90 1 1/2 0.56 24
PP200C90 2 0.73 24

Polypropylene 90° Male Adapter x Female NPT

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

PP150A90 1 1/2 0.23 24
PP200A90 2 0.36 24

Polypropylene 90° Coupler x Female NPT

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

PP150D90 1 1/2 0.65 24
PP200D90 2 0.78 24

Polypropylene 90° Male Adapter x Male NPT

Part Number Size  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

PP150F90 1 1/2 0.27 24
PP200F90 2 0.41 24

Polypropylene

See applications and specifications on pages 25 - 27.

Stainless Steel 316NEW 
SIZE
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KCCA1013

Kuriyama-Couplings™

Petroleum Quick-Acting Couplings

Aluminum Vapor Recovery Coupler with Probe 
Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

VRP-A4030 4 x 3 3.04 4
VRP-A4040 4 x 4 3.15 4

Aluminum Vapor Recovery Coupler with Probe 
Female Coupler x Male Coupler

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

DAP-4030 4 x 3 3.54 4

See applications and specifications on page 25.

Aluminum Vapor Recovery Coupler with Probe 
Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

CGDP-A4030 4 x 3 3.08 4
CGDP-A4040 4 x 4 3.80 4

Aluminum Vapor Recovery Coupler with Probe 
Female Coupler Poppet with Viton Seal x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

VRP-P4030 4 x 3 4.01 5

API Aluminum Female Coupler x Male Adapter

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

TCDA-A4030 4 x 3 4.25 4
TCDA-A4040 4 x 4 4.50 4

API Aluminum Female Coupler x Female Coupler

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

TCDD-A4040 4 x 4 6.00 2

API Aluminum Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

TCDC-A400 4 3.00 6

Aluminum HD Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

TCC-300-A 3 2.65 15
TCC-400-A 4 3.70 15

Brass Probe

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

VRP-PROBE 3/16 0.14 1

NEW
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KCCA1013

Kuriyama-Couplings™

Stainless steel ball 
bearings ensure 
smooth swivel action.

Z-Lok™ Investment 
cast stainless steel 
LTW™ (Lifetime 
Warranty) handles.

Safety clip provides 
positive locking.

White Nitrile gasket 
helps prevent product 
contamination.

SureSeal™ Aluminum Collar 
Clamp (included) provides 
positive seal . . . eliminates 
cutting of hose at shank end.

New SmoothFlow™ tapered 
throat design provides full flow 
. . . reduces pressure drop and 
material build-up in hose.

Quick-Acting Swivel Couplings
Our specially designed quick-acting swivel couplings come with a Buna-N O-Ring 

and minimize the torque and twisting that occurs when a hose is in service.

Aluminum Female Coupler x SS304 Female NPT Swivel

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KAS-C401 4 5.20 1
KAS-C501 5 6.53 1
KAS-C601 6 10.49 1

Aluminum Male Adapter x SS304 Female NPT Swivel

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KAS-E401 4 4.67 1
KAS-E501 5 5.42 1
KAS-E601 6 6.97 1

SS304 Male Adapter x SS304 Female NPT Swivel

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KSS-E401 4 6.12 1
KSS-E501 5 7.61 1
KSS-E601 6 11.07 1

See applications and specifications on pages 25 & 26.

Suggested for use with Tigerflex™ 4" ID hoses

Aluminum Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SCAL-C400 4 5.50 4

Aluminum Male Adapter x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SCAL-E400 4 3.20 4

White Nitrile Gasket

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

WNIT400 4 0.066 10

PSI Rating @ 70°F (+21°C)
4"	 72 PSI
5" x 6"	 35 PSI



24
™

Because we continually examine ways to improve our products, we reserve the right to alter specifications or discontinue products without prior notice.

KCCA1013

Kuriyama-Couplings™

K-Loc™ Auto Lock SS316 Quick-Acting Couplings

K-Loc™ Part C Female Coupler x Hose Shank

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KLOC-SS-C150 1 1/2 1.87 15
KLOC-SS-C200 2 2.80 10
KLOC-SS-C300 3 5.22 5

K-Loc™ Part D Female Coupler x Female NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KLOC-SS-D150 1 1/2 1.74 20
KLOC-SS-D200 2 2.26 16
KLOC-SS-D300 3 3.85 4

K-Loc™ Part DC Dust Cap

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KLOC-SS-DC200 2 1.89 18
KLOC-SS-DC300 3 3.33 8

K-Loc™ Part B Female Coupler x Male NPT

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

KLOC-SS-B150 1 1/2 1.57 20
KLOC-SS-B200 2 2.00 16
KLOC-SS-B300 3 3.63 4

See applications and specifications on pages 25 & 26.

Aluminum Compression Quick-Acting Couplings
Note: Compression Couplings are for attachment to .065" aluminum tubing for dry pneumatic systems only.

Aluminum Part BC Female Coupler x Compression

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BCAL150 1 1/2 0.96 25
BCAL200 2 1.16 20
BCAL250 2 1/2 1.54 12
BCAL300 3 2.08 10

Aluminum Part FC Male Adapter x Compression

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

FCAL150 1 1/2 0.52 25
FCAL200 2 0.72 20
FCAL250 2 1/2 1.32 12
FCAL300 3 1.46 10
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Quick-Acting Coupling Specifications

Applications
Agriculture  •  Chemicals  •  Petroleum  •  Construction  •  Material Handling  •  Irrigation  •  Fracking

Features & Benefits
•	 All sizes except 1/2", 5" and 8" comply with Mil-Spec A-A-59326 for interchangeability
•	 5" Size complies with ASTM specs for interchangeability
•	 1/2" x 1/2" are not specified under Mil Specs
•	 All 8" and 10" female couplers supplied with 4 locking handles, safety clips, pull rings and chains
•	 Aluminum alloy is specially designed for high tensile strength, lightness and rigidity
•	 Locking feature using safety clips to prevent disconnection during use on all sizes except 1/2"
•	 Hose shanks specially designed for easy assembly with Tigerflex type hoses
•	 Aluminum couplings supplied with brass handles which results in less wear on connecting parts

Aluminum 8" Coupling Options
•	 Kuriyama offers both 8" coupling styles in aluminum
•	 Standard AL-(X)800 couplings interchange with PT Domestic, Dixon Global, Campbell, and Jason
•	 Heavy Duty HDAL-(X)801 couplings interchange with PT Import, Dixon Andrews, NECO, Ever-Tite, UPD, 

and Sealfast

Material Specifications
•	 ASTM B85 Grade 383 aluminum alloy
•	 Forged brass handles - aluminum items
•	 Type 304 stainless steel handles - ALSH items
•	 Zinc-plated carbon steel handle pins
•	 Zinc-plated carbon steel pull rings
•	 Zinc-plated carbon steel safety clips
•	 Buna-N Gaskets

Aluminum

PSI Rating @ 70°F (+21°C)
1/2" – 2"	 250 PSI
2 1/2" – 4"	 150 PSI
5" – 6"	 75 PSI
8" – 10"	 50 PSI

Features & Benefits
•	 All sizes except 1/2" and 5" comply with Mil-Spec A-A-59326 for interchangeability
•	 5" Size complies with ASTM specs for interchangeability
•	 1/2" x 1/2" are not specified under Mil Specs
•	 Brass alloy is specially designed for high tensile strength and rigidity
•	 Locking feature using safety clips to prevent disconnection during use on all sizes except 1/2"

Material Specifications
•	 ASTM B584 Grade C85700 brass alloy
•	 Forged brass handles
•	 Type 304 stainless steel handle pins
•	 Type 304 stainless steel pull rings
•	 Zinc-plated carbon steel safety clips
•	 Buna-N Gaskets

Brass

PSI Rating @ 70°F (+21°C)
1/2" – 2"	 250 PSI
2 1/2" – 4"	 150 PSI
5" – 6"	 75 PSI
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Quick-Acting Coupling Specifications

Applications
Agriculture  •  Chemicals  •  Petroleum  •  Construction  •  Material Handling  •  Irrigation  •  Fracking

Features & Benefits
•	 All sizes except 1/2" and 5" comply with Mil-Spec A-A-59326 for material and interchangeability
•	 5" Size complies with ASTM specs for interchangeability
•	 1/2" x 1/2" are not specified under Mil Specs 
•	 Stainless steel alloy chemical composition is analyzed on every melt
•	 Composition test certificate is available upon request
•	 Locking feature using safety clips to prevent disconnection during use on all sizes except 1/2"

Material Specifications
•	 ASTM A666 316 stainless steel alloy
•	 Type 304 stainless steel handles
•	 Type 304 stainless steel handle pins
•	 Type 304 stainless steel pull rings
•	 Type 304 stainless steel safety clips
•	 Buna-N Gaskets

316 Stainless Steel

PSI Rating @ 70°F (+21°C)
1/2" – 2"	 250 PSI
2 1/2" – 4"	 150 PSI
5" – 6"	 75 PSI

Features & Benefits
•	 All sizes except 1/2" and 5" comply with Mil-Spec A-A-59326 for material and interchangeability
•	 5" Size complies with ASTM specs for interchangeability
•	 1/2" x 1/2" are not specified under Mil Specs
•	 Stainless steel alloy chemical composition is analyzed on every melt
•	 Composition test certificate is available upon request
•	 Locking feature using safety clips to prevent disconnection during use on all sizes except 1/2"

Material Specifications
•	 ASTM A666 304 stainless steel alloy 
•	 Type 304 stainless steel handles
•	 Type 304 stainless steel handle pins
•	 Type 304 stainless steel pull rings
•	 Type 304 stainless steel safety clips
•	 Buna-N Gaskets

304 Stainless Steel

PSI Rating @ 70°F (+21°C)
1/2" – 2"	 250 PSI
2 1/2" – 4"	 150 PSI
5" – 6"	 75 PSI
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Quick-Acting Coupling Specifications

Applications
Agriculture  •  Chemicals  •  Petroleum  •  Construction  •  Material Handling  •  Irrigation  •  Fracking

Features & Benefits
•	 All sizes except 1/2" comply with Mil-Spec A-A-59326 for interchangeability 
•	 1/2" x 1/2" are not specified under Mil Specs
•	 Polypropylene material is glass-filled for added strength and durability
•	 Locking feature using safety clips to prevent disconnection during use on all sizes except 1/2"
•	 All 4" size female couplers are supplied with three locking handles to provide added stability

Material Specifications
•	 Type 304 stainless steel handles
•	 Type 304 stainless steel handle pins
•	 Type 304 stainless steel pull rings
•	 Type 304 stainless steel safety clips
•	 EPDM gaskets

Polypropylene

PSI Rating @ 70°F (+21°C)
1/2" – 2"	 100 PSI 
3" – 4"	 50 PSI

Features & Benefits
•	 All sizes comply with Mil-Spec A-A-59326 for interchangeability 
•	 Nylon material is fiberglass reinforced for high tensile strength and durability
•	 Locking feature using safety clips to prevent disconnection during use on all sizes 
•	 All 4" size female couplers are supplied with three locking handles to provide added stability

Material Specifications
•	 Type 304 stainless steel handles
•	 Type 304 stainless steel handle pins
•	 Type 304 stainless steel pull rings
•	 Type 304 stainless steel safety clips
•	 EPDM gaskets

Glass Reinforced Nylon

PSI Rating @ 70°F (+21°C)
1/2" – 2"	 100 PSI
3" – 4"	 50 PSI

Features & Benefits
•	 All sizes comply with Mil-Spec A-A-59326 for interchangeability 
•	 Coupling ID is specially designed for maximum flow of product 
•	 Locking feature using safety clips to prevent disconnection during use on all sizes 

Material Specifications
•	 Type 304 stainless steel handles
•	 Type 304 stainless steel handle pins
•	 Type 304 stainless steel pull rings
•	 Zinc-plated carbon steel safety clips
•	 BUNA gaskets

Ductile Iron

PSI Rating @ 70°F (+21°C)
4"	 150 PSI
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Hammer Unions

Figure 100 Threaded 1000 PSI CWP
Economical Low Pressure Union

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT100-2 2 5.29 6
HUT100-3 3 11.60 5
HUT100-4 4 17.75 3
HUT100-6 6 44.40 1
HUT100-8 8 69.90 1

Figure 400 Threaded 4000 PSI CWP
Medium Pressure Union

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT400-2 2 11.00 4
HUT400-3 3 19.60 2
HUT400-4 4 29.65 1

See applications and specifications on page 29.

Figure 200 Threaded 2000 PSI CWP
General Purpose Union

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT200-1 1 1.55 30
HUT200-2 2 4.55 12
HUT200-3 3 11.70 5
HUT200-4 4 19.00 3
HUT200-6 6 44.40 1
HUT200-8 8 71.45 1

Figure 602 Threaded 6000 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal 

to Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT602-1 1 3.75 4
HUT602-2 2 12.90 4
HUT602-3 3 22.80 2
HUT602-4 4 37.04 1

Figure 206 Threaded 2000 PSI CWP
General Purpose Union With O-Ring in Male Sub  

for Improved Sealing

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT206-2 2 4.60 12
HUT206-3 3 11.80 5
HUT206-4 4 19.10 3
HUT206-6 6 45.00 1
HUT206-8 8 66.00 1

Figure 1002 Threaded 10,000 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal 

to Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT1002-2 2 12.60 4
HUT1002-3 3 22.60 2
HUT1002-4 4 36.10 1

NEW
SIZES



29
™

Because we continually examine ways to improve our products, we reserve the right to alter specifications or discontinue products without prior notice.

Kuriyama-Couplings™

KCCA1014

Hammer Unions

Figure 602 Butt Weld 6000 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal 

to Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUW602-2 2 13.85 4
HUW602-3 3 26.30 2
HUW602-4 4 37.90 1

Figure 1002 Butt Weld 10,000 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal 

to Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUW1002-2 2 13.95 4
HUW1002-3 3 25.80 2
HUW1002-4 4 37.50 1

Figure 1502 Threaded 15,000 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal 

to Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUT1502-2 2 18.96 2
HUT1502-3 3 27.56 2

Figure 1502 Butt Weld 15,000 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal 

to Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUW1502-2 2 20.00 2
HUW1502-3 3 29.10 2
HUW1502-4 4 78.55 1

Features & Benefits
•	 Applications include oil, gas, air, and water
•	 Unions conform to NACE, ISO and DNV standards
•	 Color coded for easy identification
•	 CWP (Cold Working Pressure) is the maximum pressure at 70°F (+21°C)
•	 Unions are completely interchangeable with competitors of like products

Material Specifications
•	 ASTM Grade 65-45-12
•	 ASTM A-105
•	 ASTM A29
•	 NPT threads conform to ASME B1.20.1
•	 Elastomer seals are BUNA-N

Specifications

CWP Rating @ 70°F (+21°C)
Figure 100	 1000 PSI
Figure 200	 2000 PSI
Figure 206	 2000 PSI
Figure 400	 4000 PSI
Figure 602	 6000 PSI
Figure 1002	 10,000 PSI
Figure 1502	 15,000 PSI
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 Figure 206 Barbed 300 PSI CWP
Specially Designed Lip Type Elastomer Seal Protects Metal to  
Metal Sealing Surface and Reduces Line Flow Turbulence

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HUB206-4 4 32.00 1

NEW

Hammer Unions - Barbed

Features & Benefits
•	 Suitable for fracking water and sand  

slurry applications
•	 Interchangeable with all Figure 206  

Hammer Unions
•	 Versatility of barbs allow for use with either 

interlocking crimp ferrules or crimp sleeves
•	 Eliminates leak paths created with  

threaded fittings 

Material Specifications
•	 Hammer nut conforms to ASTM A-105
•	 Working pressures up to 300 PSI with 

interlocking crimp ferrules
•	 Elastomer seals are BUNA-N
•	 Zinc plated machined malleable iron  

hose barbs

Specifications
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Valves

Polypropylene Ball Valve 4-Bolt Design

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPBV050 1/2 0.88 24
PPBV075 3/4 0.85 24
PPBV100 1 1.16 24
PPBV125 1 1/4 1.65 24
PPBV150 1 1/2 1.67 24

Polypropylene Ball Valve 6-Bolt Design

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPBV200 2 3.71 8
PPBV300 3 6.60 6
PPBV400 4 9.90 2

Features & Benefits
•	 Full port
•	 Stainless steel bolts and nuts
•	 Teflon™ seals
•	 Viton® O-Ring stems and seals
•	 Polypropylene material is glass filled for  

extra strength
•	 Female NPT threads

PPBV Specifications

Viton® is a registered trademark of DuPont Performance Elastomers.
Teflon™ is a registered trademark of The Chemours Company FC, LLC.

Foot Valve

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

FV150 1 1/2 2.90 12
FV200 2 5.30 8
FV250 2 1/2 7.30 6
FV300 3 9.00 5
FV400 4 17.90 2
FV600 6 46.60 1
FV800 8 93.70 1

Kuriyama foot valves are made of cast iron and come with a neoprene flapper valve assembly. Threads are NPT; bolts and nuts are plated steel. Designed 
for use in irrigation and other pumping applications where water may be dirty due to silt and sand to prevent passage of contaminants to the pump.

PSI Rating @ 70°F (+21°C)
1/2" - 1 1/2"	 150 PSI
2" - 4"	 100 PSI
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Funnel Strainers

Sight Glass  
(NPT Threads)

Part Number Size  
(in.)

Length  
(in.)

Weight 
Each (lbs.)

Standard 
Carton

SG200 2 8 0.87 30
SG300 3 8 1.08 12
SG400 4 8 2.25 6

Funnel Strainer  
(304 Stainless Steel)

Part 
Number

Size  
(in.)

Length 
(in.)

Hole Size 
(in.)

Weight 
Each (lbs.)

Standard 
Carton

FNS200 2 3.65 0.158 0.08 120
FNS300 3 6.30 0.158 0.19 90
FNS400 4 9.50 0.158 0.45 65

The pictures above show a popular installation set up for the Sight Glass and Funnel Strainer.  
The picture on the left shows the Funnel Strainer assembled with an aluminum type “D” coupling.  

The picture on the right shows the complete assembly with the Sight Glass and an aluminum type “A” coupling.
Warning: Never use a wrench on the Sight Glass – always tighten the connecting pieces.

Aluminum Plate Strainer is made to thread into the bottom of a female NPT quick-acting coupler (show above). It protects pumps and other 
equipment from large contaminants. “Easy Grip” handle pin design allows for easy assembly.

Aluminum Plate Strainers

Sight Glasses

Aluminum Plate Strainer  
(NPT Threads)

Part Number Size  
(in.)

Hole  
Size (in.)

Weight 
Each (lbs.)

Standard 
Carton

APS200 2 0.25 0.055 120
APS300 3 0.25 0.088 90
APS400 4 0.25 0.132 75

Sight Glass is made from a tough polycarbonate material and has a 
temperature rating of (-50°F to +185°F). It has a 500 PSI rating and 

allows for viewing of materials at all times.

Funnel Strainer is made of 304 stainless steel and offers a unique 
one-piece design which includes a pre-attached buna gasket for 

better sealing and ease of assembly. It is designed to be used with 
female quick-acting couplings.

NEW
SIZE

NEW
SIZE

NEW
SIZE
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Strainers

Round Hole Zinc Plated Steel Strainer  
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

RHS150 1 1/2 1.36 32
RHS200 2 1.78 18
RHS250 2 1/2 2.02 18
RHS300 3 3.08 18
RHS400 4 2.90 18
RHS600 6 6.04 6
RHS800 8 7.34 4
RHS1000 10 26.50 1

Square Hole Zinc Plated Steel Strainer  
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SHS150 1 1/2 1.12 32
SHS200 2 1.74 18
SHS300 3 2.50 18
SHS400 4 2.52 18
SHS600 6 6.32 6
SHS800 8 7.34 4
SHS1000 10 26.50 1

Long Round Hole Zinc Plated Steel Strainer 
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

LHS150 1 1/2 0.75 30
LHS200 2 0.94 25
LHS300 3 2.00 16

Polypropylene Strainer  
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

PPS150 1 1/2 0.25 18
PPS200 2 0.30 18
PPS300 3 0.65 12

Top Hole Zinc Plated Steel Strainer  
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

THS150 1 1/2 1.64 25
THS200 2 2.00 20
THS300 3 2.68 15

Bottom Hole Zinc Plated Steel Strainer  
(NPSM Threads)

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

BHS150 1 1/2 1.64 20
BHS200 2 2.00 20
BHS300 3 2.68 15

NEW 
SIZES
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Hose Nipple (Hex Zinc Plated Steel) NPT Threads

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HEX-SPN050 1/2 0.14 25
HEX-SPN075 3/4 0.22 25
HEX-SPN100 1 0.32 50
HEX-SPN125 1 1/4 0.56 20

Combination Hose Nipples

Hose Nipple (Plain Steel) NPT Threads

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

STN050 1/2 0.14 25
STN075 3/4 0.22 25
STN100 1 0.32 50
STN125 1 1/4 0.56 20
STN150 1 1/2 0.72 10
STN200 2 1.10 40
STN250 2 1/2 1.74 20
STN300 3 2.18 12
STN400 4 3.22 8
STN500 5 4.12 4
STN600 6 12.24 4

Hose Nipple (Zinc Plated Steel) NPT Threads

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

SPN050 1/2 0.14 25
SPN075 3/4 0.22 25
SPN100 1 0.32 50
SPN125 1 1/4 0.56 20
SPN150 1 1/2 0.72 10
SPN200 2 1.10 40
SPN250 2 1/2 1.74 20
SPN300 3 2.18 12
SPN400 4 3.22 8
SPN600 6 12.24 4
SPN800 8 16.44 2
SPN1000 10 21.78 1
SPN1200 12 33.18 1

Hose Nipple (Hex Plain Steel) NPT Threads

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

HEX-STN050 1/2 0.14 25
HEX-STN075 3/4 0.22 25
HEX-STN100 1 0.32 50
HEX-STN125 1 1/4 0.56 20

Hose Nipple (Zinc Plated Steel) Grooved End

Part Number Size  
(in.)

Weight Each 
(lbs.)

Standard 
Carton

GEN100 1 0.58 100
GEN125 1 1/4 0.62 80
GEN150 1 1/2 0.86 60
GEN200 2 1.28 50
GEN250 2 1/2 2.03 20
GEN300 3 3.17 20
GEN400 4 3.88 12
GEN600 6 14.60 4
GEN800 8 19.73 2
GEN1000 10 26.14 1
GEN1200 12 39.82 1

NEW


