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Cautionary Statement

09/2005

Application Guide Caution
NOTE: This application guide provides information on typical hose applications. Actual results may vary due to variances in the  
operating conditions involving temperature, chemical resistance, working pressure, etc. Please refer to the specifications printed for each product 
in this catalog, along with information regarding chemical resistance and our Cautionary Statement, to better insure successful results.

Information from pages 6–7
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BECAUSE WE CONTINUALLY EXAMINE WAYS TO IMPROVE OUR PRODUCTS, WE RESERVE THE RIGHT TO ALTER SPECIFICATIONS OR DISCONTINUE PRODUCTS WITHOUT PRIOR NOTICE.

KKTCA0617

All Products sold and distributed by Kuriyama of America, 
Inc. are in the nature of commodities and they are sold by 
published specifications and not for particular purposes, uses 
or applications. Purchaser shall first determine their suitability 
for the intended purposes, uses or applications and shall either 
conduct its own engineering studies or tests, or retain qualified 
engineers, consultants or testing laboratories and consult with 
them before determining the proper use, suitability or propriety of 
the merchandise or Products for the intended purposes, uses or 
applications.

Kuriyama of America, Inc. (“Seller”) does not recommend the 
Products for any particular purpose, use or application, and 
the Purchaser or user thereof shall assume full responsibility 
for the suitability, propriety, use and application of the Products. 
Purchaser shall follow all instructions contained in Seller’s catalogs, 
brochures, technical bulletins and other documents regarding the 
Products. The Products, including but not limited to, hose, tubing 
or couplings, may fail due to the use or conveyance of substances 
at elevated or lowered temperatures or at excessive pressure, the 
conveyance of abrasive, injurious, flammable, explosive or damaging 
substances.

Hose or tubing used in bent configurations will be subjected to 
increased abrasion. Hose clamps or couplings may loosen after 
initial installation and all sections of hose and tubing including 
connections, couplings, clamps, conductivity and bonding should 
be inspected frequently, regularly and consistently, and should be 
replaced, adjusted or re-tightened for the avoidance of leakage, 
for the prevention of injuries or damages, and for general safety 
purposes. Except as indicated in its Limited Warranty, Seller shall 
not be liable or responsible for direct or indirect injuries or damages 
caused by or attributed to the failure or malfunction of any Products 
sold or distributed by it.

Purchasers or users of the Products should frequently and 
consistently undertake inspections and protective measures with 
respect to the use and application of Products, which should include 
the examination of tube and cover, conditions of the hose or tubing, 
and the identification, repair or replacement of sections showing 
cracking, blistering, separations, internal and external abrasions, 
leaking or slipped couplings or connections and make proper  
proof tests.

Limited Warranty
The Products sold or distributed by Seller are warranted to its  
customers to be free from defects in material and workmanship at 
the time of shipment by us, subject to the following provisions. 

ALL WARRANTY CLAIMS SHALL BE MADE WITHIN SIX (6) MONTHS 
AFTER SELLER SHIPPED THE PRODUCTS. SELLER’S LIABILITY 
HEREUNDER IS LIMITED AT SELLER’S EXCLUSIVE DISCRETION, TO 
1) THE PURCHASE PRICE OF ANY PRODUCTS PROVING DEFECTIVE; 
2) REPAIR OF ANY DEFECTIVE PRODUCT OR PART THEREOF; OR 3) 
REPLACEMENT OF ANY DEFECTIVE PRODUCT OR PART UPON ITS 
AUTHORIZED RETURN TO SELLER. 

THIS WARRANTY IS IN LIEU OF AND EXCLUDES ALL OTHER WAR-
RANTIES, EXPRESSED, IMPLIED, STATUTORY, OR OTHERWISE 
CREATED UNDER APPLICABLE LAW INCLUDING, BUT NOT LIMITED 
TO, THE WARRANTY OF MERCHANTABILITY AND THE WARRANTY 

OF FITNESS FOR A PARTICULAR PURPOSE. IN NO EVENT SHALL 
SELLER OR THE MANUFACTURER OF THE PRODUCT BE LIABLE FOR 
SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, INCLUDING 
LOSS OF PROFITS, WHETHER OR NOT CAUSED BY OR RESULTING 
FROM THE NEGLIGENCE OF SELLER AND/OR THE MANUFACTURER 
OF THE PRODUCT, UNLESS SPECIFICALLY PROVIDED HEREIN. IN 
ADDITION, THIS WARRANTY SHALL NOT APPLY TO ANY PRODUCTS 
OR PORTIONS THEREOF WHICH HAVE BEEN SUBJECTED TO ABUSE, 
MISUSE, IMPROPER INSTALLATION, MAINTENANCE, OR OPERATION, 
ELECTRICAL FAILURE OR ABNORMAL CONDITIONS, AND TO PROD-
UCTS WHICH HAVE BEEN TAMPERED WITH, ALTERED, MODIFIED,  
REPAIRED, REWORKED BY ANYONE NOT APPROVED BY SELLER, OR 
USED IN ANY MANNER INCONSISTENT WITH THE PROVISIONS OF 
THE “CAUTIONARY STATEMENT” ABOVE OR ANY INSTRUCTIONS OR 
SPECIFICATIONS PROVIDED WITH OR FOR THE PRODUCT.

The trademarks contained in this publication are trademarks of Kuriyama of America, Inc. and Kuriyama Canada, Inc.
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Please refer to the back page for the location of your nearest warehouse for availability of products/sizes shown.

	 0	 =	 Clear/Blue Tint	 2	 =	 Orange	 4	 =	 Red	 6	 =	 Blue	 8	 =	 Grey
	 1	 =	 Yellow	 3	 =	 Black	 5	 =	 White	 7	 =	 Green
Example: K1134 Polyair Hose is red . . . the last digit (4) refers to the color code.
† Note: Color code does not apply to 136, 220 and 221 Series Products

NOTE: Although every effort has been made to accurately show the color of the Kuri Tec® hoses in this catalog, because of the  
limitations of four-color process printing, some of the colors shown herein may not be exact.

Kuri Tec® Hose & Tubing Index by Series Number
Series                       Page Series                       Page Series                       Page

Kuri Tec® Color Code 
(Refers to last digit in Series number†)

INDEX BY SERIES

Kuri Tec® Sizing Code
	 02	 =	 1/8"	 05	 =	 5/16"	 10	 =	 5/8"	 20	 =	 1 1/4"	 36	 =	 2 1/4"
	 03	 =	 3/16"	 06	 =	 3/8"	 12	 =	 3/4"	 24	 =	 1 1/2"	 40	 =	 2 1/2"
	 04	 =	 1/4"	 08	 =	 1/2"	 16	 =	 1"	 32	 =	 2"	 48	 =	 3"

220	 14

221	 15

2600	 12

2840	 13

2841	 13

2844	 13

2846	 13

A1141	 29

A1144	 29

A1146	 29

A1148	 29

A1243	 54

A1263	 55

A1307	 36

A1317	 37

A1628	 50

A1661	 48

A1687	 47

A1730	 16

A3236	 17

A4086	 46

A4143	 44

A4143S	 44

A4164	 56

A4176	 57

A9350	 52

HS1131	 40

HS1134	 40

HS1136	 40

HS1138	 40

HS1171	 41

HS1174	 41

HS1176	 41

HS1181	 41

HS1184	 41

HS1186	 41

HS1231	 39

HS1234	 39

HS1236	 39

HS1317	 42

HS2163HDW	 42

HS5090	 39

HS5094	 39

HS5096	 39

HSC2840	 38

HSC2841	 38

HSC2844	 38

HSC2846	 38

HSC2960	 38

K010	 9

K018	 8

K050	 10

K2W	 58

K1131	 31

K1134	 31

K1136	 31

K1137	 31

K1138	 31

K1154	 32

K1156	 32

K1171	 33

K1173	 33

K1174	 33

K1176	 33

K1181	 34

K1184	 34

K1186	 34

K1231	 30

K1234	 30

K1236	 30

K2163	 35

K3130	 23

K3150	 22

K3280	 20

K3285	 20

K4131	 49

K4132	 49

K4137	 49

K4350	 51

K5090	 28

K5094	 28

K5096	 28

K6136	 19

K6155	 18

K6158	 18

K7000	 59

K7130	 27

K7160	 26

K7300	 25
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220 LLDPE Food Grade PE Tubing.................................................................................................................14
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																	                 K5090
																	                 K5094
				    2840	 HSC2840												            K5096
				    2841	 HSC2841						      K6136						      HS5090
	 K018			   2844	 HSC2844						      K6155	 K3280				    K7160	 HS5094
	 K010	 K050	 2600	 2846	 HSC2846	 HSC2960	 220	 221	 A1730	 A3236	 K6158	 K3285	 K3150	 K3130	 K7300	 K7130	 HS5096
		 Abrasive Slurry Transfer			   ✔	 ✔														            

Aeration Systems, Ponds & Lakes																		                
Air Conditioning Drainage	 ✔	 ✔	 	 	 	 	 ✔	 ✔

Air Lines, Assembly Operations		  ✔	 	 	 ✔	 ✔	 	 	 	 	 	 	 	 	 	 	  ✔
Air Lines, Breathing													             ✔	 ✔	 	 ✔	
Air Lines, Low Temperature				    ✔	 ✔	 ✔											           ✔

Air Supply Type C																		                
Anti-Stat Blasting Agents																		                
Car Wash Applications				    ✔	 ✔												            ✔	
Chemical Transfer		  ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Chemical Transfer, Low Temperature																		                
Conductive Applications, Air											           ✔							     
Contamination Disposal - Incinerate									         ✔									       
Construction Water Transfer																		                
Coolant Lines																		                
Deionized Water Transfer	 ✔	 	 	 	 	 	 	 	 	 ✔	 ✔	 ✔	 	 ✔	 ✔	 	 ✔	
Drain Lines — Furnace, Refrigeration, etc.	 ✔	 ✔	 	 	 	 	 ✔	 ✔	 	 	 	 	 	 	 	 	 	
Drinking Water Lines, Marine & RV																		                
Environmental Clean-Up										          ✔								      
Flexible Water Connectors												            ✔						    
Food and Beverage Transfer	 ✔	 	 	 	 	 	 	 	 ✔	 ✔	 	 	 ✔	 ✔	 ✔	 ✔	

Granular Transfer Lines			   ✔	 ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	
Ice Clearing, Aeration																		                
Ice Making Machines	 ✔	 	 	 	 	 	 ✔	 	 	 	 	 	 	 	 	 	 	

Induction Welding Tubing Lines											           ✔							     
Injection Molding Coolant Lines																	               
In-Plant Air/Water Lines																		                
Irrigation Supply Lines																		                
Laboratory Tubing	 ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Light Duty Washdown																		                
Liquid Food Products			   ✔	 	 	 	 ✔	 	 	 ✔	 	 	 ✔	 ✔	 ✔	 ✔	
Lubrication/Air Drop Lines				    ✔													           
Marine Water Supply Line																		                
Metering Pumps			   ✔	 ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	
Municipal & Industrial Watering																		                
Paint Fluid Transfer — High Pressure																		                
Paint Fluid Transfer — Low Pressure																		                
Paint Fluid Transfer — Static Conducting																		                
Pneumatic Air Lines					     ✔	 ✔											            ✔
Pneumatic Lines	 ✔	 	 	 	 	 	 ✔	 ✔	 	 	 	 	 ✔	 ✔	 	 	
Pneumatic Parts Transfer																                ✔	
Powdered Food Products			   ✔	 	 	 	 	 	 	 	 	 	 ✔	 ✔	 	 	

Printing Press Equipment	 ✔	 ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Recreational Vehicle Water Supply Line																		                
Robotic Air Lines				    ✔													           
Semiconductor Water Transfer										          ✔	 ✔	 ✔						    
Spray, Lawn, Low Pressure																		                
Spraying — Agricultural, Vineyard																		                
Spraying, Nursery																		                
Spraying, Pest Control 																		                
Spraying, Tree, High Pressure																		                
Static Dissipation, In-Plant Air																		                
Static Dissipation, Painting Equipment																		                
Static Dissipation, Pneumatic Tools																		                
Temporary Residential Water Supply Line										          ✔	 ✔							     
Transmission Fluid Transfer																	               
Vacuum & Pressure Combination Lines															               ✔		
Vacuum Pumps & Lines															               ✔	 ✔	
Wastewater Lagoons, Aeration																		                
Washdown, Heavy Duty																		                
Water Bottling Equipment	 ✔	 	 	 	 	 	 	 ✔	 	 ✔	 	 	 	 	 	 	 	
Water Distribution Lines	 ✔	 	 	 	 	 	 ✔	 	 	 	 	 	 	 	 	 	 	
Water Purification Systems	 ✔	 	 	 	 	 	 	 	 	 	 ✔	 	 	 	 	 	 	

Water Recirculation																		                
Water Sampling										          ✔								      
Water Softener Lines							       ✔											         
Water Transfer	 ✔										          ✔	 ✔	 ✔	 ✔	 ✔	 ✔	
Water Transfer, Potable		  	 	 	 	 	 	 	 	 	 ✔	 ✔	 ✔	 ✔	 ✔	 ✔	
Watering — Golf Courses, Lawns																		                

NOTE: Color coded to match page tabs.
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			   K1154															             
			   K1156															             
			   K1181															             
	 A1141		  K1184																              
	 A1144		  K1186										          K4131				  
	 A1146		  HS1181										          K4232				  
	 A1147		  HS1184		  K2163		  A1317	 NYLON				    A1628	 K4137			   A1243	 A4164	
	 A1148		  HS1189		  HS2163HDW	 A1307	 HS1317	 A4143	 A4143S	 A4086	 A1687	 A1661	 A1251	 K4350	 A9350	 A1263	 A4176	 K2W	 K7000
		 Abrasive Slurry Transfer																			                 

Aeration Systems, Ponds & Lakes																		                  ✔	
Air Conditioning Drainage	 	 	 	 	 	 	 	

Air Lines, Assembly Operations	 ✔	 ✔	 ✔	 ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Air Lines, Breathing															               	 ✔	 	 	
Air Lines, Low Temperature		  ✔		  ✔															             
Air Supply Type C																                ✔			 
Anti-Stat Blasting Agents																			                   ✔
Car Wash Applications																			                 
Chemical Transfer		  	 	 	 	 	 	 	 	 ✔	 	 	 	 	 	 	 	 	
Chemical Transfer, Low Temperature								        ✔		  ✔									       
Contamination Disposal - Incinerate																			                 
Construction Water Transfer					     ✔														            
Coolant Lines																			                 
Deionized Water Transfer	 ✔	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	

Drain Lines — Furnace, Refrigeration, etc.	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Drinking Water Lines, Marine & RV																			                 
Environmental Clean-Up																			                 
Flexible Water Connectors																			                 
Food and Beverage Transfer	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Granular Transfer Lines				    	 	 	 	 	 	 	 	 	 	 	 	 	 	 	

Ice Clearing, Aeration																		                  ✔	
Ice Making Machines	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Induction Welding Tubing Lines	 ✔																		                
Injection Molding Coolant Lines	 ✔																	               
In-Plant Air/Water Lines		  ✔	 ✔																              
Irrigation Supply Lines					     ✔		  ✔												          
Laboratory Tubing	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Light Duty Washdown						      ✔													           
Liquid Food Products				    	 	 	 	 	 	 	 	 	 	 	 	 	 	 	

Lubrication/Air Drop Lines	 ✔																	               
Marine Water Supply Line																			                 
Metering Pumps				    	 	 	 	 	 	 	 	 	 	 	 	 	 	

Municipal & Industrial Watering					     ✔														            
Non-Conductive Applications																	                 ✔		
Paint Fluid Transfer — High Pressure										          ✔									       
Paint Fluid Transfer — Low Pressure										          ✔									       
Paint Fluid Transfer — Static Conducting									         ✔										        
Pneumatic Air Lines		  ✔	 ✔	 ✔															             
Pneumatic Lines	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Pneumatic Parts Transfer																		                
Powdered Food Products				    	 	 	 	 	 	 	 	 	 	 	 	 	 	 	

Printing Press Equipment	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Recreational Vehicle Water Supply Line																			                 
Robotic Air Lines	 ✔																	               
Semiconductor Water Transfer																	               
Spray, Lawn, Low Pressure														              ✔	 ✔				  
Spraying — Agricultural, Vineyard												            ✔	 ✔	 ✔					   
Spraying, Nursery													             ✔						    
Spraying, Pest Control 												            ✔							     
Spraying, Tree, High Pressure										          ✔	 ✔								      
Static Dissipation, In-Plant Air																	                 ✔		
Static Dissipation, Painting Equipment																	                 ✔		
Static Dissipation, Pneumatic Tools																	                 ✔		
Temporary Residential Water Supply Line																		                
Transmission Fluid Transfer	 ✔																	               
Vacuum & Pressure Combination Lines																			                 
Vacuum Pumps & Lines																			                 
Wastewater Lagoons, Aeration																		                  ✔	
Washdown, Heavy Duty					     ✔		  ✔						      ✔						    
Water Bottling Equipment			   	 	 	 	 	 	 	 	 	 	 	 	 	 	
Water Distribution Lines	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Water Purification Systems	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	

Water Recirculation																		                  ✔	
Water Sampling																			                 
Water Softener Lines																			                 
Water Transfer		  ✔	 ✔	 ✔		  ✔	 ✔											         
Water Transfer, Potable			   	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	
Watering — Golf Courses, Lawns						      ✔	 ✔												          

 

K1131
K1134
K1136
K1137
K1138

HS1231
HS1234
K1231
K1234
K1236

K1171
K1173
K1174
K1176

HS1171
HS1174
HS1176

NOTE: Color coded to match page tabs.
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K018 Series
Clear PVC Tubing

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures. Use of compression fittings  
             with Kuri Tec® non-reinforced PVC tubing is not recommended. Hose claims involving use of these fittings will be disallowed.

Nominal Specifications
  			   Nominal	 Nominal	 Nominal	 Working
	 Series	 Size	 ID	 OD	 Wall	 Pressure†	 Standard	 Approx.
	 No.	 Code				    (PSI)	 Length	 Wt. per
									         @70°F	 Ctn/Coils	 Pkg.
			   (In)	 (mm)	 (In)	 (mm)	 (In)	 (mm)	 (20°C)		
	 K018	 0204	 1/8	 3.2	 1/4	 6.4	 1/16	 1.6	 65	 100 ft.	 2.0 lbs.
	 K018	 0305	 3/16	 4.8	 5/16	 7.9	 1/16	 1.6	 55	 100 ft.	 2.7 lbs.
	 K018	 0306	 3/16	 4.8	 3/8	 9.5	 3/32	 2.4	 60	 100 ft.	 4.5 lbs.
	 K018	 0406	 1/4	 6.4	 3/8	 9.5	 1/16	 1.6	 55	 100 ft.	 3.4 lbs.
	 K018	 0407	 1/4	 6.4	 7/16	 11.1	 3/32	 2.4	 58	 100 ft.	 5.5 lbs.
	 K018	 0507	 5/16	 7.9	 7/16	 11.1	 1/16	 1.6	 50	 100 ft.	 4.0 lbs.
	 K018	 0508	 5/16	 7.9	 1/2	 12.7	 3/32	 2.4	 55	 100 ft.	 6.5 lbs.
	 K018	 0608	 3/8	 9.5	 1/2	 12.7	 1/16	 1.6	 45	 100 ft.	 4.7 lbs.
	 K018	 0609	 3/8	 9.5	 9/16	 14.3	 3/32	 2.4	 50	 100 ft.	 7.5 lbs.
	 K018	 0709	 7/16	 11.1	 9/16	 14.3	 1/16	 1.6	 35	 100 ft.	 5.3 lbs.
	 K018	 0810	 1/2	 12.7	 5/8	 15.9	 1/16	 1.6	 30	 100 ft.	 6.0 lbs.
	 K018	 1013	 5/8	 15.9	 13/16	 20.6	 3/32	 2.4	 35	 100 ft.	 11.6 lbs.

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Clear Phthalate Free PVC food grade tubing for appli-
cations requiring more flexibility.

Construction: 
Crystal clear Phthalate Free PVC compound, formulated 
with ingredients in compliance with applicable FDA(03), 
RoHS(16) and USP(19) Class VI requirements.

Features:
●	 High gloss.
●	 Blue tint.
●	 Food grade clear PVC tubing.
●	 Self-extinguishing.
●	 Compound hardness 68±3 Shore “A”.
●	 Phthalate Free!

Applications:
●	 Ideal for medical applications requiring USP class VI.
●	 Similar to K010 applications in which a slightly more  

flexible tube is desired by the customer.
●	 Tubing for laboratories.
●	 Water transfer, purification systems.
●	 Beverage dispensing & ice making applications.
●	 Water, air, drainage lines.

FDA(03), Phthalate Free(15), RoHS(16), USP(19)
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KLEARON™ 73 
K010 Series
Clear PVC Tubing

† Note: Working Pressure decreases as  
temperature increases. Pressure ratings can only  
be obtained with proper coupling procedures. Use  
of compression fittings with Kuri Tec® non-
reinforced PVC tubing is not recommended. Hose 
claims involving use of these fittings will be 
disallowed.

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

			   Nominal	 Nominal	 Nominal	 Working
	 Series	 Size	 ID	 OD	 Wall

	 Pressure†	Standard	 Approx.
	 No.	 Code				    (PSI)	 Length	 Wt. per
									         @70°F	 Ctn/Coils	 Pkg.
			   (In)	 (mm)	 (In)	 (mm)	 (In)	 (mm)	 (20°C)	 	

	 K010	 0204	 1/8	 3.2	 1/4	 6.4	 1/16	 1.6	 65	 100 ft.	 2.0 lbs.
	 K010	 0304	 3/16	 4.8	 1/4	 6.4	 1/32	 0.8	 50	 100 ft.	 1.2 lbs.
	 K010	 0305	 3/16	 4.8	 5/16	 7.9	 1/16	 1.6	 55	 100 ft.	 2.7 lbs.
	 K010	 0306	 3/16	 4.8	 3/8	 9.5	 3/32	 2.4	 60	 100 ft.	 4.5 lbs.
	 K010	 0406	 1/4	 6.4	 3/8	 9.5	 1/16	 1.6	 55	 100 ft.	 3.4 lbs.
	 K010	 0407	 1/4	 6.4	 7/16	 11.1	 3/32	 2.4	 58	 100 ft.	 5.5 lbs.
	 K010	 0408	 1/4	 6.4	 1/2	 12.7	 1/8	 3.2	 60	 100 ft.	 8.0 lbs.
	 K010	 0507	 5/16	 7.9	 7/16	 11.1	 1/16	 1.6	 50	 100 ft.	 4.0 lbs.
	 K010	 0508	 5/16	 7.9	 1/2	 12.7	 3/32	 2.4	 55	 100 ft.	 6.5 lbs.
	 K010	 0509	 5/16	 7.9	 9/16	 14.3	 1/8	 3.2	 60	 100 ft.	 9.4 lbs.
	 K010	 0608	 3/8	 9.5	 1/2	 12.7	 1/16	 1.6	 45	 100 ft.	 4.7 lbs.
	 K010	 0609	 3/8	 9.5	 9/16	 14.3	 3/32	 2.4	 50	 100 ft.	 7.5 lbs.
	 K010	 0610	 3/8	 9.5	 5/8	 15.9	 1/8	 3.2	 55	 100 ft.	 10.7 lbs.
	 K010	 0709	 7/16	 11.1	 9/16	 14.3	 1/16	 1.6	 35	 100 ft.	 6.0 lbs.
	 K010	 0810	 1/2	 12.7	 5/8	 15.9	 1/16	 1.6	 30	 100 ft.	 6.0 lbs.
	 K010	 0811	 1/2	 12.7	 11/16	 17.5	 3/32	 2.4	 40	 100 ft.	 9.5 lbs.
	 K010	 0812	 1/2	 12.7	 3/4	 19.1	 1/8	 3.2	 45	 100 ft.	 13.4 lbs.
	 K010	 1012	 5/8	 15.9	 3/4	 19.1	 1/16	 1.6	 25	 100 ft.	 8.2 lbs.
	 K010	 1013	 5/8	 15.9	 13/16	 20.6	 3/32	 2.4	 35	 100 ft.	 11.6 lbs.
	 K010	 1014	 5/8	 15.9	 7/8	 22.2	 1/8	 3.2	 40	 100 ft.	 16.1 lbs.
	 K010	 1216	 3/4	 19.1	 1	 25.4	 1/8	 3.2	 35	 100 ft.	 18.8 lbs.
	 K010	 1218	 3/4	 19.1	 1 1/8	 28.6	 3/16	 4.8	 40	 100 ft.	 30.0 lbs.
	 K010	 1220	 3/4	 19.1	 1 1/4	 31.8	 1/4	 6.4	 45	 100 ft.	 42.9 lbs.
	 K010	 1418	 7/8	 22.2	 1 1/8	 28.6	 1/8	 3.2	 30	 100 ft.	 21.4 lbs.
	 K010	 1420	 7/8	 22.2	 1 1/4	 31.8	 3/16	 4.8	 35	 100 ft.	 34.1 lbs.
	 K010	 1620	 1	 25.4	 1 1/4	 31.8	 1/8	 3.2	 25	 100 ft.	 24.1 lbs.
	 K010	 1622	 1	 25.4	 1 3/8	 34.9	 3/16	 4.8	 30	 100 ft.	 38.2 lbs.
	 K010	 1624	 1	 25.4	 1 1/2	 38.1	 1/4	 6.4	 35	 100 ft.	 53.6 lbs.
	 K010	 2024	 1 1/4	 31.8	 1 1/2	 38.1	 1/8	 3.2	 20	 50 ft.	 14.8 lbs.
	 K010	 2026	 1 1/4	 31.8	 1 5/8	 41.3	 3/16	 4.8	 30	 50 ft.	 23.1 lbs.
	 K010	 2028	 1 1/4	 31.8	 1 3/4	 44.5	 1/4	 6.4	 40	 50 ft.	 32.2 lbs.
	 K010	 2430	 1 1/2	 38.1	 1 7/8	 47.6	 3/16	 4.8	 30	 50 ft.	 27.1 lbs.
	 K010	 2432	 1 1/2	 38.1	 2	 50.8	 1/4	 6.4	 35	 50 ft.	 37.5 lbs.
	 K010	 3240	 2	 50.8	 2 1/2	 63.5	 1/4	 6.4	 35	 50 ft.	 48.2 lbs.

Nominal Specifications

NOTE: For details of the following  
compliances mentioned above, refer to 
footnotes listed on page 63.

Clear food and beverage grade 
Phthalate Free PVC tubing.

Construction:
Crystal clear Phthalate Free PVC 
compound, formulated with ingredients 
in compliance with applicable FDA(03) 

requirements, meets USDA(18), 3A(01), 
NSF(13), UL(17), RoHS(16) and USP(19) 
Class VI criteria.  

Features:
●	 High gloss crystal clear appear-

ance with glass smooth interior to 
reduce sediment buildup.

●	 Blue tint to enhance clarity.
●	 NSF-51 certified material.
●	 Self-extinguishing.
●	 Compound hardness 73 ±3 

Shore “A”.
●	 Phthalate Free!

Applications:
●	 Tubing for laboratories.
●	 Water distillation lines.
●	 Deionized water systems.
●	 Air conditioning drainage.
●	 Refrigeration drainage.
●	 Air lines.
●	 Bottling plants.
●	 Beverage dispensing units.
●	 Ice making machines.
●	 Printing press equipment.
●	 High efficiency furnace drainage.
●	 Transfer of weak chemicals & 

acids.

3A(01), FDA(03), NSF(13), Phthalate 
Free(15), RoHS(16), UL(17), USDA(18), 
USP(19)
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Clear PVC Tubing

Nominal Specifications

			   Nominal ID	 Nominal OD	 Nominal Wall	 Working	 Standard	 Approx.
	 Series	 Size			   Thickness	 Pressure† (PSI)	 Length	 Wgt. Per

	 Number	 Code	 (in)	 (mm)	 (in)	 (mm)	 (in)	 (mm)	 @70°F(20°C)	 Ctn/Coils	 Pkg. (lbs.)

K050	 0204	 1/8	 3.2	 1/4	 6.4	 1/16	 1.6	 65	 100 ft	 2.0 lbs.
K050	 0305	 3/16	 4.8	 5/16	 7.9	 1/16	 1.6	 55	 100 ft	 2.7 lbs.
K050	 0406	 1/4	 6.4	 3/8	 9.5	 1/16	 1.6	 55	 100 ft	 3.4 lbs.
K050	 0408	 1/4	 6.4	 1/2	 12.7	 1/8	 3.2	 60	 100 ft	 8.0 lbs.
K050	 0507	 5/16	 7.9	 7/16	 11.1	 1/16	 1.6	 50	 100 ft	 4.0 lbs.
K050	 0608	 3/8	 9.5	 1/2	 12.7	 1/16	 1.6	 45	 100 ft	 4.7 lbs.
K050	 0609	 3/8	 9.5	 9/16	 14.3	 3/32	 2.4	 50	 100 ft	 7.5 lbs.
K050	 0610	 3/8	 9.5	 5/8	 15.9	 1/8	 3.2	 55	 100 ft	 10.7 lbs.
K050	 0810	 1/2	 12.7	 5/8	 15.9	 1/16	 1.6	 30	 100 ft	 6.0 lbs.
K050	 0812	 1/2	 12.7	 3/4	 19.1	 1/8	 3.2	 45	 100 ft	 13.4 lbs.
K050	 1013	 5/8	 15.9	 13/16	 20.6	 3/32	 2.4	 35	 100 ft	 11.6 lbs.
K050	 1014	 5/8	 15.9	 7/8	 22.2	 1/8	 3.2	 40	 100 ft	 16.1 lbs.
K050	 1216	 3/4	 19.1	 1	 25.4	 1/8	 3.2	 35	 100 ft	 18.8 lbs.
K050	 1418	 7/8	 22.2	 11/8	 28.6	 1/8	 3.2	 30	 100 ft	 21.4 lbs.
K050	 1620	 1	 25.4	 11/4	 31.8	 1/8	 3.2	 25	 100 ft	 24.1 lbs.
K050	 2024	 11/4	 31.8	 11/2	 38.1	 1/8	 3.2	 20	 50 ft	 14.8 lbs.
K050	 2430	 11/2	 38.1	 17/8	 47.6	 3/16	 4.8	 30	 50 ft	 27.1 lbs.
K050	 2432	 11/2	 38.1	 2	 50.8	 1/4	 6.4	 35	 50 ft	 37.5 lbs.
K050	 3240	 2	 50.8	 21/2	 63.5	 1/4	 6.4	 35	 50 ft	 48.2 lbs.

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

Utility grade clear food grade Phthalate Free PVC 
tubing for general use applications.

Construction: 
Clear Phthalate Free PVC compound formulated with 
ingredients in compliance with applicable FDA(03) and 
RoHS(16) requirements.

Features:
●	 High gloss clear appearance with glass smooth interior 

to reduce sediment buildup.
●	 FDA compliant Phthalate Free PVC  

compound.

●	 Self-extinguishing.
●	 Compound hardness 75 ±3 Shore “A”.
●	 Phthalate Free!

Applications:
●	 Air conditioning drainage.
●	 Refrigeration drainage.
●	 Air lines.
●	 Printing press equipment.
●	 High efficiency furnace drainage.
●	 Transfer of weak chemicals and acids.

FDA(03), Phthalate Free(15), RoHS(16)
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Clear polyurethane ether-based food grade tubing for 
transfer of air, fluids and abrasive slurries. 

Construction:  
85 Shore “A” Durometer ether-based polyurethane tubing 
in transparent blue tint.  Blue tint 2600 material conforms 
to FDA(07) and NSF(09) requirements. Also in compliance 
with RoHS(16) requirements. 

Features:
●	 Abrasion and cut resistance.
●	 Good flex fatigue and resilience characteristics.
●	 Excellent resistance to ozone, solvents and fuel.
●	 Good resistance to hydrolysis and algae.
●	 Slight blue tint allows see-through convenience.
●	 Complies with RMA’s Class A designation for high oil  

resistance.

●	 Silicone-free.
●	 One-piece lengths.
●	 Phthalate Free!

Applications:
●	 Transfer of air and fluids under severe conditions.
●	 Feed and return lines.
●	 Abrasive slurry transfer.
●	 Granular transfer lines.
●	 Robotics control lines.
●	 Insulating sleeves.
●	 Lubrication lines.
●	 Metering pumps.

Note: Not recommended for transfer of brake fluids.

Note: When exceptional oil and fuel resistance is needed, we suggest use of Series 2810 ester-based tubing — call for details.

2600 Series
85 Shore “A”  

Ether-Based Clear  
Food Grade Polyurethane 

Tubing

Service Temperature Range: -40°F (-40°C) to +175°F (+80°C)

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

			   Nominal	 Nominal	 Nominal	 Max. Working	 Standard	 Approx. 	 Series	 Size	 ID	 OD	 Wall	 Pressure† (PSI)	 Length	 Wt. per	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F (20°C)	 @ 122°F (50°C)	 Coil/Box	 Pkg.
	 2600	 0204	 1/8	 3.2	 1/4	 6.4	 1/16	 1.6	 100	 75	 100 ft.	 2 lbs.
	 2600	 0305	 3/16	 4.8	 5/16	 7.9	 1/16	 1.6	 75	 50	 100 ft.	 3 lbs.
	 2600	 0406	 1/4	 6.4	 3/8	 9.5	 1/16	 1.6	 60	 45	 100 ft.	 3.5 lbs.
	 2600	 0507	 5/16	 7.9	 7/16	 11.1	 1/16	 1.6	 50	 35	 100 ft.	 4 lbs.
	 2600	 0608	 3/8	 9.5	 1/2	 12.7	 1/16	 1.6	 45	 30	 100 ft.	 5 lbs.
	 2600	 0812	 1/2	 12.7	 3/4	 19.1	 1/8	 3.2	 60	 45	 100 ft.	 13 lbs.

Nominal Specifications

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

FDA(07), NSF(09), Phthalate Free(15), RoHS(16)
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† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

* Note: The blue tint Series 2840 material conforms to the same FDA regulations as Series 2600.

Ether-based polyurethane tubing available in colors for 
transfer of air, fluids and abrasive slurries.

Construction:  
Series 2840, 2841, 2844, 2846 — 95 Shore “A” Durometer 
ether-based polyurethane tubing in transparent FDA(07) and 
NSF(09)  blue tint, 2840 – Blue Tint, as well as three indus-
trial grade solid colors: 2841 – Yellow, 2844 – Red, 2846 
– Blue

Features:
●	 Abrasion and cut resistance.
●	 Good flex fatigue and resilience characteristics.
●	 Excellent resistance to ozone, solvents and fuel.
●	 Good resistance to hydrolysis and algae.
●	 Slight blue* tint allows see-through convenience.
●	 Complies with RMA’s Class A designation for high oil  

resistance.
●	 Silicone-free.

●	 One-piece lengths.
●	 Individually bagged self store assemblies are available, 

see page 38.
●	 RoHS(16) compliant.
●	 Phthalate Free!

Applications:
●	 Transfer of air and fluids under severe conditions.
●	 Feed and return lines.
●	 Abrasive slurry transfer.
●	 Granular transfer lines.
●	 Robotics control lines.
●	 Insulating sleeves.
●	 Lubrication lines.
●	 Metering pumps.

Note: Not recommended for transfer of brake fluids.

Note: When exceptional oil and fuel resistance is needed, we suggest use of Series 2810 ester-based tubing which is RoHS(15) compliant — call for details.

2840, 2841, 2844,  
2846 Series
95 Shore “A” Ether-Based 
Heavy Duty Polyurethane 
Tubing 

Service Temperature Range: -40°F (-40°C) to +175°F (+80°C)

	 Series No.	 Nominal ID 	 Nominal OD	 Max. Working		  Approx. Wt.
					     Size			   Pressure† (PSI)	

Standard Lengths
	 per Pkg.

	 2840	 2841	 2844	 2846	 Code					     @ 70°F	 @ 122°F
	B’ Tint	 Yellow	 Red	 Blue		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)	 Spool/Box	 Coil/Box	 300 ft.	 100 ft.

	 ✔	 ✔	 ✔	 ✔	 04	 1/4	 6.5	 .375	 9.5	 125	 75	 300 ft.	 100 ft.	 9.5 lbs.	3.1 lbs.
	 ✔	 ✔	 ✔	 ✔	 06	 3/8	 9.5	 .570	 14.5	 125	 75	 300 ft.	 100 ft.	 21.7 lbs.	7.2 lbs.

Nominal Specifications

FDA(07), NSF(09), Phthalate Free(15), RoHS(16)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.
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LLDPE food grade tubing for standard industrial  
applications.

Construction: 
Linear low density food grade polyethylene tubing in  
compliance with FDA(06) requirements – natural color. Also 
in compliance with RoHS(16) requirements.

Features:
●	 Economical and lightweight.
●	 LLDPE resin provides excellent environmental stress 

crack resistance.
●	 Natural color.

●	 Excellent resistance to solvents.
●	 Chemically inert.
●	 Phthalate Free!

Applications:
●	 Transfer of air and liquids in industrial applications.
●	 Water lines.
●	 Water softener lines.
●	 Pneumatic logic control lines.
●	 Vending equipment.

220 Series
Linear Low Density  

Food Grade  
Polyethylene Tubing 

Service Temperature Range: -50°F (-45°C) to +140°F (+60°C)

Nominal Specifications

			   Nominal	 Nominal	 Nominal	 Max. Working	 Standard	 Approx. 
	 Series	 Size	 OD	 ID	 Wall	 Pressure† (PSI)	 Length	 Wt. per
	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F 	 @ 122°F 	 Spool/Coil	 Pkg.	 Pkg. 
									         (20°C)	 (50°C)
	 220	 0440x1K	 1/4	 6.4	 .170	 4.3	 .040	 1.0	 140	 60	 1000 ft.	 Spool	 11 lbs.
	 220	 0440x2K	 1/4	 6.4	 .170	 4.3	 .040	 1.0	 140	 60	 2000 ft.	 Spool	 22 lbs.
	 220	 0440x500	 1/4	 6.4	 .170	 4.3	 .040	 1.0	 140	 60	 500 ft.	 Spool	 6 lbs.
	 220	 0440x100	 1/4	 6.4	 .170	 4.3	 .040	 1.0	 140	 60	 100 ft.	 Coil	 1 lbs.
	 220	 0462x2K	 1/4	 6.4	 .125	 3.1	 .062	 1.6	 150	 75	 2000 ft.	 Spool	 30 lbs.
	 220	 0562x15C	 5/16	 7.9	 .188	 4.8	 .062	 1.6	 150	 75	 1500 ft.	 Spool	 30 lbs.
	 220	 0662x1K	 3/8	 9.5	 .250	 6.4	 .062	 1.6	 125	 50	 1000 ft.	 Spool	 25 lbs.
	 220	 0662x500	 3/8	 9.5	 .250	 6.4	 .062	 1.6	 125	 50	 500 ft.	 Spool	 13 lbs.
	 220	 0662x100	 3/8	 9.5	 .250	 6.4	 .062	 1.6	 125	 50	 100 ft.	 Coil	 3 lbs.
	 220	 0862x500	 1/2	 12.7	 .375	 9.5	 .062	 1.6	 100	 35	 500 ft.	 Spool	 18 lbs.
	 220	 0862x100	 1/2	 12.7	 .375	 9.5	 .062	 1.6	 100	 35	 100 ft.	 Spool	 3.6 lbs.
	 220	 1062x500	 5/8	 15.9	 .500	 12.7	 .062	 1.6	 75	 25	 500 ft.	 Coil	 23 lbs.
	 220	 1062x100	 5/8	 15.9	 .500	 12.7	 .062	 1.6	 75	 25	 100 ft.	 Coil	 4.8 lbs.
		

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

FDA(06), Phthalate Free(15), RoHS(16)

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.
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LLDPE industrial grade colored tubing for general 
industrial applications.

Construction:  
●	 Linear low density polyethylene tubing - black color in 

compliance with RoHS(16) requirements.

Features:
●	 Economical and lightweight.
●	 LLDPE resin provides excellent environmental stress 

crack resistance.
●	 Resistant to sunlight and other forms of ultra-violet  

radiation.

●	 Chemically inert.
●	 Excellent resistance to solvents.
●	 Phthalate Free!

Applications:
●	 Transfer of air and liquids in industrial applications.
●	 Humidifier fill lines.
●	 For outdoor uses where exposure to sunlight occurs.
●	 Air conditioning drain lines.
●	 Instrument air lines.

Additional sizes not shown of the following colors are available on special order: 2231-Yellow, 2232-Orange, 2234-
Red, 2236-Blue, 2237-Green and are in compliance with RoHS(16) requirements.

221 Series
Linear Low Density  
Industrial Grade  
Polyethylene Tubing

Service Temperature Range: -50°F (-45°C) to +140°F (+60°C)

Nominal Specifications
			   Nominal	 Nominal	 Nominal	 Max. Working	 Standard	 Approx. 
	 Series	 Size	 OD	 ID	 Wall	 Pressure† (PSI)	 Length	 Wt. per
	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F 	 @ 122°F 	 Spool/Coil	 Pkg.	 Pkg. 
									         (20°C)	 (50°C)
	 221	 0440x2K 	 1/4	 6.4	 .170	 4.3	 .040	 1.0	 140	 60	 2000 ft.	 Spool	 22 lbs.
    2231	 0440x1K	 1/4	 6.4	 .170	 3.1	 .040	 1.0	 140	 60	 1000 ft.	 Spool	 11 lbs.
    2232	 0440x1K	 1/4	 6.4	 .170	 3.1	 .040	 1.0	 140	 60	 1000 ft.	 Spool	 11 lbs.
    2234	 0440x1K	 1/4	 6.4	 .170	 3.1	 .040	 1.0	 140	 60	 1000 ft.	 Spool	 11 lbs.
    2236	 0440x1K	 1/4	 6.4	 .170	 3.1	 .040	 1.0	 140	 60	 1000 ft.	 Spool	 11 lbs.
    2237	 0440x1K	 1/4	 6.4	 .170	 3.1	 .040	 1.0	 140	 60	 1000 ft.	 Spool	 11 lbs. 
	 221	 0462x2K	 1/4	 6.4	 .125	 3.1	 .062	 1.6	 150	 75	 2000 ft.	 Spool	 30 lbs.
	 221	 0562x15C	 5/16	 7.9	 .188	 4.8	 .062	 1.6	 150	 75	 1500 ft.	 Spool	 30 lbs.
	 221	 0662x500	 3/8	 9.5	 .250	 6.4	 .062	 1.6	 125	 50	 500 ft.	 Spool	 13 lbs.
	 221	 0662x1K	 3/8	 9.5	 .250	 6.4	 .062	 1.6	 125	 50	 1000 ft.	 Spool	 25 lbs.
	 221	 0862x500	 1/2	 12.7	 .375	 9.5	 .062	 1.6	 100	 35	 500 ft.	 Spool	 18 lbs.
	 221	 1062x500	 5/8	 15.9	 .500	 12.7	 .062	 1.6	 75	 25	 500 ft.	 Coil	 23 lbs.

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15), RoHS(16)
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			   Nominal	 Nominal	 Max. Working	 Standard Length	 Approx. Wt. 	 Series	 Size	 ID	 OD	 Pressure† (PSI)	 Full	 Cut	 per Pkg.

	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F (20°C)	 @ 122°F (50°C)	 Coil	 Length	 Full Coil	 Cut Length
	 A1730	 04	 1/4	 6.5	 .460	 11.7	 150	 75	 500 ft.	 100 ft.	 22.5 lbs.	 4.5 lbs.
	 A1730	 06	 3/8	 9.5	 .593	 15.1	 150	 75	 300 ft.	 100 ft.	 19.8 lbs.	 6.6 lbs.
	 A1730	 08	 1/2	 12.7	 .740	 18.8	 150	 75	 300 ft.	 100 ft.	 17.3 lbs.	 9.1 lbs.

A1730 Series
Flexible FDA  

Polyethylene Hose
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Service Temperature Range:  -60°F (-51°C) to +120°F (+49°C) 

Nominal Specifications

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.   
Use of compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

SUPERIOR
FLEXIBILITY!

A flexible food grade hose for those applications in 
which a PVC hose may not be suitable.

Construction:
●	 Tube - 82 Shore “A” polyethylene in compliance with  

FDA(04) and RoHS(16) requirements.
●	 Reinforcement – High tensile strength yarn.
●	 Cover - 68 Shore “A” flexible polyethylene cover in 	

compliance with FDA(04) and RoHS(16) requirements. 
 

Features:
●	 Flexible non-chlorinated non-PVC hose.
●	 Can be incinerated without harmful emissions.
●	 Light weight.
●	 Phthalate Free!

Applications:
●	 Applications involving radiation or other contaminants 

that require disposal of the hose after use.
●	 Food transfer.

FDA(04), Phthalate Free(15), RoHS(16)
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A3236 Series
High Purity  
LLDPE Water Hose

Service Temperature Range: -10°F (-23°C) to +140°F (+60°C)

Note: * 
For applications requiring minimal stretch, this hose is also available with longitudinal cords by ordering Series A3246 . . . check with 	

	    factory for minimum quantity requirements.
Use of compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.
† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

			   Nominal ID	 Nominal OD	 Max. Working	 Standard	 Approx. 
	 Series	 Size	 		  Pressure† (PSI)	 Length	 Wt. per
	 No.	 Code					     @ 70°F	 @ 122°F	 Coils	 Pkg.
	 	 	 (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)		
	 A3236	 08	 1/2	 12.7	 .750	 19.1	 200 	 100	 300 ft.	 33 lbs.
	 A3236	 12	 3/4	 19.1	 1.125	 28.6	 200 	 100	 300 ft.	 68 lbs.
	 A3236	 16	 1	 25.4	 1.375	 34.9	 150 	 75	 200 ft.	 59 lbs.

Nominal Specifications

REINFORCED W
ATER SUPPLY & FOOD GRADE HOSES

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

A flexible, non-contaminating food grade hose that is 
ideal for use in food, beverage and water applications.

Construction:
●	 Tube — Special co-extruded tube with the inner contact 

surface meeting applicable FDA(04), NSF(12) and RoHS(16)  

requirements.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — Blue EVA copolymer . . . complies with FDA(04) 

and RoHS(16) requirements.

Features:
●	 Extremely light weight.
●	 Good resistance to U. V. and weather aging.
●	 Exceptionally low hydrocarbon extraction into water, as 

compared to the EPA MCL’s (maximum contaminant  
levels) for drinking water.

●	 Extremely low hydrocarbon absorption from contami-
nated water samples.

●	 Excellent low temperature flexibility.

●	 Excellent chemical resistance.
●	 Silicone-free.
●	 One-piece lengths.
●	 Opaque jacket reduces tendency for algae growth in 

warm, sunny applications.
●	 Phthalate Free!

Applications:
●	 Transfer of food, beverages and water.
●	 Transfer of deionized water.
●	 Water sampling.
●	 Water bottling equipment.
●	 Water transfer lines for semiconductor manufacturing, 

where applicable.
●	 Temporary residential water supply lines.
●	 Environmental clean-up applications involving water and 

chemicals.

FDA(04), NSF(12), Phthalate Free(15), RoHS(16)
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K6155, K6158 Series 
High Purity  

PVC Potable  
Water Hose

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures. Use of 
compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.

	 Standard				    Maximum Working
	 Stock Colors		  Nominal ID	 Nominal OD	 Pressure† (PSI)	 Standard	 Approx.
				    Size	 				     Length	 Wt.
	 K6155	 K6158	 Code					     @70°F	 @122°F	 Coils 	 per Pkg.
	 White	 Grey		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)	

		  ✔	 06	 3/8	 9.5	 .594	 15.1	 225	 125	 300 ft.	 27 lbs.
	 ✔	 ✔	 08	 1/2	 12.7	 .750	 19.1	 200	 100	 300 ft.	 40 lbs.
	 ✔	 ✔	 12	 3/4	 19.1	 1.031	 26.2	 150	 85	 200 ft.	 43 lbs.
	 ✔	 ✔	 16	 1	 25.4	 1.300	 33.0	 125	 75	 200 ft.	 59 lbs.
		  ✔	 24	 1 1/2	 38.1	 1.938	 49.2	 100	 50	 100 ft.	 64 lbs.

Nominal Specifications
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NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

A High Purity non-conductive NSF Certified, Phthalate 
Free hose with colored jacket which is ideal for potable 
water and deionized water transfer. 

Construction:
●	 Tube — Clear Phthalate Free PVC compound, formulated 

in compliance with FDA(03) and NSF(12) criteria.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — Phthalate Free PVC compound, available in 

two solid colors: K6155 – White and K6158 – Grey. Addi-
tional non-toxic colors (Red, Black, Blue, Green, Yellow 
and Purple) are available on a special order basis.

Features:
●	 Made with Phthalate Free PVC compounds certified 

under NSF-51/NSF-61.
●	 White or gray jacket to reduce tendency for algae growth 

and U. V. degradation in warm sunny applications.
●	 Non-marking cover.

●	 Non-perforated cover.
●	 Non-conductive compounds.
●	 Silicone-free.
●	 One-piece lengths.
●	 RoHS(16) compliant.
●	 Phthalate Free!

Applications:
●	 Transfer of potable water.
●	 Transfer of deionized water.
●	 Induction welding tubing lines. 
●	 Temporary residential water supply lines.
●	 Water transfer lines for semiconductor manufacturing, 

where applicable.
●	 Applications requiring a non-conductive hose.

FDA(03), NSF(12), Phthalate Free(15), Rohs(16)
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REINFORCED W
ATER SUPPLY & FOOD GRADE HOSES

Service Temperature Range: -10°F (-23°C) to +150°F (+65°C)

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.  Use of 
compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.

Note: Series K6136 is sold in Canada under the Pureflex® name.

			   Nominal ID	 Nominal OD
	 Max. Working	 Standard	 Approx. 

	 Series	 Size	 		  Pressure† (PSI)	 Length	 Wt. per
	 No.	 Code					     @ 70°F	 @ 122°F	 Reel	 Pkg.
	 	 	 (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)		

	 K6136	 12	 3/4	 19.1	 1.125	 28.6	 250 	 110	 500 ft.	 168 lbs.

	 K6136	 32	 2	 50.8	 2.48	 63.0	 110 	 45	 100 ft.	 96 lbs.

Nominal Specifications

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

A quality NSF Certified, Phthalate Free potable water 
hose specifically designed for temporary water supply 
and bypass applications.

Construction:
●	 Tube — Pure white Phthalate Free PVC compound, 

formulated in compliance with applicable FDA(03) and 
RoHS(16) requirements. . . meets NSF(12) criteria.

●	 Reinforcement — High tensile strength yarn, with  
longitudinal yarns to prevent elongation under pressure.

●	 Cover — Blue high quality Phthalate Free PVC compound, 
uniquely blended to provide excellent abrasion- and 
weather-resistance . . . blue color signifies pure water line.

Features:
●	 High purity NSF-61(12) certified tube material  

diminishes water quality concerns regarding surfaces 
which are contacted by potable water.

●	 Inner tube is less porous than the tube in  
commonly-used conventional rubber hoses, and is  
easier to flush and keep clean.

●	 Silicone-free.
●	 White inner tube and blue cover reduce tendency for 

algae growth in warm, sunny environments.

●	 Extremely light weight - 22 to 25% lighter than  
conventional rubber hose . . . helps to reduce worker 
fatigue.

●	 Hassle-free and easier to use . . . requires less  
installation time than rigid pipe.

●	 Strong and durable . . . ideal for construction site  
environments.

●	 Heavy duty construction limits kinking in the hot summer 
sun.

●	 Good abrasion resistance.
●	 Does not leave a bad taste or odor in the water, unlike 

conventional rubber hoses.
●	 Phthalate Free!

Applications:
●	 Transfer of potable water.
●	 Water purification systems.
●	 Temporary surface bypass potable water lines for  

municipal construction sites.
●	 Water sampling.

FDA(03), NSF(12), Phthalate Free(15), RoHS(16)

K6136 Series
High Purity Street to 
Home Potable Water 
Hose
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®

† Note: Working Pressure decreases as temperature increases. The pressure ratings of hose assemblies can be affected by the type of fitting 
used and the coupling procedure. We cannot be responsible for the suitability of the user's fittings or the coupling method used. Use of 
compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.

* Note: Non stock item.

K3280, K3285 Series
NSF-61 Certified  
Reinforced PVC  

Flexible  
Connection Hose
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Service Temperature Range: +14°F (-10°C) to +140°F (+60°C) Domestic Hot and Cold Water

	 Series No.	 Nominal ID	 Nominal OD	 Max. Working	 Standard 	 Approx. 
			   Size	 		  Pressure† (PSI) 	 Length	 Wt. per
	 K3280	 K3285	 Code					     @ 70°F	 @ 150°F	 Coils	 Pkg.
	 Clear	 White Tube		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (66°C)		

	 ✔	 	 04	 .260	 6.6	 .440	 11.1	 180	 125	 500 ft.	 28 lbs.
	 *	 ✔	 05	 .320	 8.1	 .485	 12.3	 180	 125 	 500 ft.	 29 lbs.	
	 ✔	 ✔	 06	 .380	 9.7	 .595	 15.1	 180	 125	 500 ft.	 46 lbs.	
	 ✔	 ✔	 08	 .505	 12.8	 .740	 18.8	 180	 125	 500 ft.	 64 lbs.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Nominal Specifications

A flexible, Phthalate Free non-contaminating NSF-61 
certified hose that is ideal for use in drinking water 
applications.

Construction:
●	 Tube — Clear K3280 or white K3285 Phthalate Free tube 

compound is formulated in compliance with applicable 
FDA(03) regulations, certified under NSF(10) and RoHS(16) 
criteria.

●	 Reinforcement — High tensile strength multifilament  
polyester yarn.

●	 Cover — Clear Phthalate Free PVC compound  
formulated in compliance with applicable FDA(03) 
regulations, certified under NSF(11) criteria.

Features:
●	 Made with PVC Phthalate Free compounds certified 

under NSF-61.
●	 When coupled properly, hose will pass high temperature 

extreme test requirement of ASME(02) criteria.
●	 Closely-packed white polyester yarn design ensures  

minimal expansion of the hose while in service.
●	 Silicone-free.
●	 One-piece lengths (cut pieces also available).
●	 Phthalate Free!

Applications:
●	 Flexible water connectors.
●	 Transfer of potable water.
●	 Transfer of deionized water.
●	 Water transfer lines for semiconductor manufacturing, 

where applicable.

ASME(02), FDA(03), NSF(11), Phthalate Free(15), Rohs(16)
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Nominal Specifications

† Note:	 Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.
Use of compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.

			   Nominal	 Nominal	 Max. Working		  Approx. Wt.
	 Series	 Size	 ID	 OD	  Pressure† (PSI)	 Standard Lengths	 per Pkg.
	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F (20°C)	@ 122°F (50°C)	 Full Coil	 Cut Length	 Full Coil	 Cut Length
	 K3150	 03	 3/16	 4.8	 .375	 9.5	 250	 150	 300 ft.	 100 ft.	 13 lbs.	 4 lbs. 
	 K3150	 04	 1/4	 6.5	 .438	 11.1	 250	 150	 300 ft.	 100 ft.	 17 lbs.	 6 lbs. 
	 K3150	 05	 5/16	 7.9	 .531	 13.5	 250	 135	 300 ft.	 100 ft.	 24 lbs.	 8 lbs. 
	 K3150	 06	 3/8	 9.5	 .594	 15.1	 225	 125	 300 ft.	 100 ft.	 27 lbs.	 9 lbs. 
	 K3150	 08	 1/2	 12.7	 .750	 19.1	 200	 100	 300 ft.	 100 ft.	 40 lbs.	 13 lbs. 
	 K3150	 10	 5/8	 15.9	 .891	 22.6	 200	 100	 200 ft.	 100 ft.	 35 lbs.	 18 lbs. 
	 K3150	 12	 3/4	 19.1	 1.031	 26.2	 150	 85	 200 ft.	 100 ft.	 43 lbs.	 22 lbs. 
	 K3150	 16	 1	 25.4	 1.300	 33.0	 125	 75	 200 ft.	 100 ft.	 59 lbs.	 30 lbs.
	 K3150	 20	 1 1/4	 31.8	 1.620	 41.1	 100	 55	 100 ft.	 50 ft.	 45 lbs.	 23 lbs.
	 K3150	 24	 1 1/2	 38.1	 1.938	 49.2	 100	 50	 100 ft.	 50 ft.	 64 lbs.	 32 lbs.
	 K3150	 32	 2	 50.8	 2.490	 63.2	 75	 35	 100 ft.	 50 ft.	 94 lbs.	 47 lbs.
	 K3150	 MM04	 .157	 4.0	 .354	 9.0	 250	 150	 —	 100 ft.	 —	 4 lbs.
	 K3150	 MM06	 .236	 6.0	 .433	 11.0	 250	 150	 —	 100 ft.	 —	 6 lbs.
	 K3150	 MM08	 .315	 8.0	 .531	 13.5	 250	 135	 —	 100 ft.	 —	 8 lbs.
	 K3150	 MM10	 .394	 10.0	 .630	 16.0	 225	 125	 —	 100 ft.	 —	 10 lbs.
	 K3150	 MM12	 .472	 12.0	 .709	 18.0	 200	 100	 —	 100 ft.	 —	 12 lbs.
	 K3150	 MM19	 .748	 19.0	 1.024	 26.0	 150	 85	 —	 100 ft.	 —	 21 lbs.

CLEARBRAID® 

K3150 Series RF 
Standard Wall PVC Food  

& Beverage Hose
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Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

CLEARBRAID® is a registered trademark of Accuflex Industrial Hose, Ltd. and is used under license by Kuriyama of America, Inc.

A lightweight standard wall crystal clear Phthalate Free 
yarn reinforced hose suitable for a wide variety of food 
and beverage applications.

Construction:  
Crystal clear Phthalate Free PVC compound, formulated 
with ingredients in compliance with applicable FDA(03) 
requirements, meets USDA(18), 3A(01), NSF(13), UL(17), RoHS(16) 
and USP(19) Class VI criteria. Reinforced with spiraled 
polyester yarn and longitudinal orange tracer yarns for 
identification.

Features:
●	 Constructed with Phthalate Free compounds.
●	 NSF-51 certified material.
●	 Crystal clear — allows visual confirmation of product flow.
●	 Longitudinally-reinforced to reduce elongation under  

pressure.

●	 Light weight.
●	 Self-extinguishing.
●	 Non-marking.
●	 Silicone-free.
●	 Non-conductive.
●	 One-piece lengths.
●	 Resistant to chemicals 

(see chemical-resistance 
chart).

●	 Compound hardness 73 
±3 Shore “A”.

●	 Phthalate Free!

Applications:
●	 Food & beverage  

dispensing.
●	 Deionized water.
●	 Liquid food products.
●	 Air and water lines.
●	 Powdered food products.
●	 Potable water transfer.
●	 Air breathing lines.
●	 Pneumatic lines.
●	 Packaging machines.

3A(01), FDA(03), NSF(13), Phthalate Free(15), RoHS(16), UL(17), USDA(18), USP(19)
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CLEARBRAID® 

K3130 Series BF
Heavy Wall PVC Food 
& Beverage Hose

REINFORCED W
ATER SUPPLY & FOOD GRADE HOSES

			   Nominal	 Nominal	 Max. Working		  Approx. Wt.
	 Series	 Size	 ID	 OD	  Pressure† (PSI)	 Standard Lengths	 per Pkg.
	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F (20°C)	@ 122°F (50°C)	 Full Coil	 Cut Length	 Full Coil	 Cut Length
	 K3130	 02	 1/8	 3.2	 .328	 8.3	 350	 200	 300 ft.	 100 ft.	 12 lbs.	 4 lbs. 
	 K3130	 03	 3/16	 4.8	 .406	 10.3	 350	 200	 300 ft.	 100 ft.	 17 lbs.	 6 lbs. 
	 K3130	 04	 1/4	 6.5	 .500	 12.7	 350	 200	 300 ft.	 100 ft.	 24 lbs.	 8 lbs. 
	 K3130	 05	 5/16	 7.9	 .563	 14.3	 275	 160	 300 ft.	 100 ft.	 28 lbs.	 9 lbs. 
	 K3130	 06	 3/8	 9.5	 .625	 15.9	 275	 145	 300 ft.	 100 ft.	 32 lbs.	 11 lbs. 
	 K3130	 08	 1/2	 12.7	 .813	 20.7	 250	 130	 300 ft.	 100 ft.	 52 lbs.	 17 lbs. 
	 K3130	 10	 5/8	 15.9	 1.000	 25.4	 225	 125	 200 ft.	 100 ft.	 52 lbs.	 26 lbs. 
	 K3130	 12	 3/4	 19.1	 1.125	 28.6	 200	 120	 200 ft.	 100 ft.	 60 lbs.	 30 lbs. 
	 K3130	 16	 1	 25.4	 1.375	 34.9	 150	 85	 200 ft.	 100 ft.	 76 lbs.	 38 lbs.
	 K3130	 20	 1 1/4	 31.8	 1.750	 44.5	 125	 75	 100 ft.	 50 ft.	 64 lbs.	 32 lbs.
	 K3130	 24	 1 1/2	 38.1	 2.000	 50.8	 100	 65	 100 ft.	 50 ft.	 75 lbs.	 38 lbs.
	 K3130	 32	 2	 50.8	 2.500	 63.5	 75	 55	 100 ft.	 50 ft.	 96 lbs.	 48 lbs.

 Nominal Specifications

† Note:	 Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.
Use of compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.

CLEARBRAID® is a registered trademark of Accuflex Industrial Hose, Ltd. and is used under license by Kuriyama of America, Inc.

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

A heavier walled crystal clear Phthalate Free yarn 
reinforced hose suitable for a wide variety of food and 
beverage applications.

Construction:  
Crystal clear Phthalate Free PVC compound, formulated 
with ingredients in compliance with applicable FDA(03) 
requirements, meets USDA(18), 3A(01), NSF(13), UL(17), RoHS(16) 
and USP(19) Class VI criteria.  Reinforced with spiraled 
polyester yarn and longitudinal blue tracer yarns for iden-
tification.

Features:
●	 Constructed with Phthalate Free compounds.
●	 NSF-51 certified material.
●	 Crystal clear — allows visual confirmation of product flow.
●	 Longitudinally-reinforced to reduce elongation under  

pressure.
●	 Light weight.
●	 Self-extinguishing.
●	 Non-marking.

●	 Silicone-free.
●	 Non-conductive.
●	 One-piece lengths.
●	 Resistant to chemicals (see chemical-resistance chart).
●	 Compound hardness 73 ±3 Shore “A”.
●	 Phthalate Free!

Applications:
●	 Food & beverage dispensing.
●	 Deionized water.
●	 Liquid food products.
●	 Air and water lines.
●	 Powdered food products.
●	 Potable water transfer.
●	 Air breathing lines.
●	 Pneumatic lines.
●	 Packaging machines.

3A(01), FDA(03), NSF(13), Phthalate Free(15), RoHS(16), UL(17), USDA(18), USP(19)
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THE CLEAR EVOLUTION!

POLYSPRING® 
K7160 Series
Standard Wall

CLEARBRAID® K3130 Series  
Heavy Wall 

POLYWIRE® PLUS 
K7300 SERIES

• Wire Reinforced For Vacuum and  
Static Dissipation

• Yarn Reinforced For Pressure
• Kink Resistant for Tight Bends

CLEARBRAID®  
K3150 Series
Standard Wall

POLYWIRE®   
K7130 Series 
Heavy Wall 

• Yarn Reinforced for High Pressure Applications

• Helical Wire 
• Full Vacuum
• Grounding Wire  
   for Static  
   Dissipation 
• Kink Resistant 
   Design

POLYWIRE® PLUS  
THE BEST OF BOTH DESIGNS 

IN ONE HOSE!

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.
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24 KKTCA0617

• CRYSTAL CLEAR PHTHALATE FREE PVC  • GLASS SMOOTH INTERIOR
• ABRASION RESISTANT  •  COMPLIES WITH - 3A(01), FDA(03), NSF(13), Phthalate Free(15), 

RoHS(16), USDA(18)
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POLYWIRE® PLUS 

K7300 Series Hose
Heavy Wall Wire-Yarn 
Reinforced Vacuum/ 
Pressure Hose

Service Temperature Range: +15°F (-9°C) to +150°F (+65°C)

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.
Use of compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.
†† Caution: This product is designed to dissipate static electricity when the metal wire is properly connected to ground, through the fitting or other means.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

REINFORCED W
ATER SUPPLY & FOOD GRADE HOSES

	 K7300	 08	 1/2	 12.7	 .906	 23.0	 250	 125	 25/50/100 ft.	 6.5/13/26 lbs.	 2”
	 K7300	 12	 3/4	 19.1	 1.196	 30.4	 225	 112	 25/50/100 ft.	 10/20/40 lbs.	 2 1/2”
	 K7300	 16	 1	 25.4	 1.464	 37.2	 225	 112	 25/50/100 ft.	 13.3/26.5/53 lbs.	 3 1/2”
	 K7300	 20	 1 1/4	 31.8	 1.780	 45.2	 175	 87	 25/50 ft.	 18.5/37 lbs.	 4 1/2”	
	 K7300	 24	 1 1/2	 38.1	 2.030	 51.6	 175	 87	 25/50 ft.	 21.5/43 lbs.	 5 1/2”
	 K7300	 32	 2	 50.8	 2.600	 66.0	 150	 75	 25/50 ft.	  32/64 lbs.	 7”

Series No. Size 
Code

Nominal ID

(In) (mm)

Nominal OD

(In) (mm)

Maximum Working
Pressure† (PSI)

@ 70˚F 
(20˚C)

@ 122˚F 
(50˚C)

Standard
Length Coils

Approx. Wt.
per Pkg.

Min. Bend
Radius 
 @ 70˚F

 Nominal Specifications

A unique crystal clear Phthalate Free PVC hose suitable 
for applications requiring a vacuum hose with higher 
pressure capability or as a pressure hose with vacuum 
capability.

Construction:  
●	 Crystal clear Phthalate Free PVC compound reinforced 

with high tensile yarns and helically-wound spring steel 
wire.

●	 The inner food contact surface is made with Phthalate 
Free PVC compound formulated with ingredients in 
compliance with applicable FDA(03) requirements, meets 
USDA(18), 3A(01), NSF(13) and RoHS(16) criteria.

Features:
●	 Wire helix reinforcement prevents kinking or collapsing…  

hose diameter will not expand under normal rated 
working pressures.

●	 29.9” Hg vacuum rating @ 70˚F.
●	 Electrogalvanized helical steel wire can be used for 

static dissipation (see below ††).
●	 Yarn reinforcement provides higher working pressure.
●	 Heavy duty construction prevents hose O.D. from  

expanding and I.D. from collapsing.

●	 Crystal clear – allows visual confirmation of product flow 
Glass-smooth interior – reduces material buildup.

 ●	Inner contact surface material is NSF certified for food  
applications (standard 51). It also meets other criteria 
such as 3A and USDA.

●	 Resistant to chemicals (see chemical-resistance chart in 
Kuri Tec Catalog).

●	 Self-extinguishing.
●	 Non-marking.
●	 Silicone-free.
●	 Phthalate Free!

Applications:
●	 Pressure and vacuum applications which require 

excellent kink resistance.
●	 Ideal for applications which require the hose to 

withstand both high vacuum and pressure.
●	 Water transfer.
●	 Liquid food transfer.

3A(01), FDA(03), NSF(13), Phthalate Free(15), RoHS(16), USDA(18) 
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POLYSPRING® 

K7160 Series
Standard Wall PVC Food 

& Beverage Vacuum/ 
Transfer Hose
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† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures. 
Use of compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.
‡ CAUTION: This product is designed to dissipate static electricity when the metal wire is properly connected to ground, through the fitting or other means.

	 K7160	 04	 1/4	 6.4	 .460	 11.7	 150	 70	 50/100 ft.	 3.5/7 lbs.	 1"
	 K7160	 06	 3/8	 9.5	 .600	 15.2	 100	 70	 50/100 ft.	 5.5/11 lbs.	 1 1/2" 
	 K7160	 08	 1/2	 12.7	 .750	 19.1	 100	 70	 50/100 ft.	 7.5/15 lbs.	 2" 
	 K7160	 10	 5/8	 15.9	 .891	 22.6	 100	 50	 50/100 ft.	 9.5/19 lbs.	 2 1/2"	
	 K7160	 12	 3/4	 19.1	 1.031	 26.2	 70	 50	 50/100 ft.	 12/24 lbs.	 3" 
	 K7160	 16	 1	 25.4	 1.297	 32.9	 70	 35	 50/100 ft.	 16.5/33 lbs.	 4" 
	 K7160	 20	 1 1/4	 31.8	 1.609	 40.9	 70	 35	 50 ft.	 25 lbs.	 5" 
	 K7160	 24	 1 1/2	 38.1	 1.860	 47.2	 50	 30	 50 ft.	 29 lbs.	 6" 
	 K7160	 32	 2	 50.8	 2.391	 60.7	 50	 30	 50 ft.	 42 lbs.	 8"
	 K7160	 36	 2 1/4	 57.2	 2.750	 69.9	 50	 30	 50 ft.	 58 lbs.	 9" 
	 K7160	 40	 2 1/2	 63.5	 3.000	 76.2	 50	 30	 50 ft.	 69 lbs.	 10" 
	 K7160	 48	 3	 76.2	 3.500	 88.9	 50	 30	 25/50 ft.	 40.5/81 lbs.	 12"

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Series No. Size 
Code

Nominal ID

(In) (mm)

Nominal OD

(In) (mm)

Maximum Working
Pressure† (PSI)

@ 70˚F 
(20˚C)

@ 122˚F 
(50˚C)

Standard
Length Coils

Approx. Wt.
per Pkg.

Min. Bend
Radius 
 @ 70˚F

 Nominal Specifications

Standard wall food and beverage grade vacuum/trans-
fer hose with rated working pressures.

Construction:  
Crystal clear Phthalate Free PVC compound, formulated 
with ingredients in compliance with applicable FDA(03) 

requirements, meets USDA(18), 3A(01), NSF(13), UL(17), USP(19) 
and RoHS(16) criteria.  Reinforced with helically-wound 
spring steel wire. 

Features:
●	 29.9" HG vacuum rating @ 70°F.
●	 Spiral wire reinforcement prevents kinking or collapsing 

. . . hose diameter will not expand under normal rated 
working pressures.

●	 Crystal clear — allows visual confirmation of product flow.
●	 Glass-smooth interior — reduces material buildup.
●	 Electrogalvanized helical steel wire can be used for 

static dissipation (see below‡).
●	 Resistant to chemicals (see chemical-resistance chart).
●	 Self-extinguishing.

●	 Non-marking.
●	 Silicone-free.
●	 One-piece lengths.
●	 Special cut piece lengths available through 1" ID size — 

check with factory.
●	 Phthalate Free!

Applications:
●	 Full vacuum lines.
●	 Industrial vacuum pumps.
●	 Food & beverage dispensing.
●	 Air and water supply lines.
●	 Pneumatic parts transfer.
●	 Car wash applications.
●	 Coolant lines.
●	 Air breathing lines.
●	 Deionized water systems.

3A(01), FDA(03), NSF(13), Phthalate Free(15), RoHS(16), UL(17), USDA(18), USP(19)
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Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

	 K7130	 04	 1/4	 6.4	 .500	 12.7	 250	 80	 50/100 ft.	 5/10 lbs.	 1"
	 K7130	 06	 3/8	 9.5	 .625	 15.9	 150 	 80	 50/100 ft.	 6.5/13 lbs.	 1 1/2" 
	 K7130	 08	 1/2	 12.7	 .813	 20.7	 150	 80	 50/100 ft.	 10.5/21 lbs.	 2" 
	 K7130	 10	 5/8	 15.9	 1.000	 25.4	 150	 65	 50/100 ft.	 15/30 lbs.	 2 1/2"	
	 K7130	 12	 3/4	 19.1	 1.125	 28.6	 150	 65	 50/100 ft.	 18/36 lbs.	 3" 
	 K7130	 16	 1	 25.4	 1.375	 34.9	 100	 50	 50/100 ft.	 22/44 lbs.	 4" 
	 K7130	 20	 1 1/4	 31.8	 1.750	 44.5	 100	 50	 50 ft.	 37 lbs.	 5" 
	 K7130	 24	 1 1/2	 38.1	 2.000	 50.8	 100	 35	 50 ft.	 42 lbs.	 6" 
	 K7130	 32	 2	 50.8	 2.500	 63.5	 100	 35	 50 ft.	 56 lbs.	 8"

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.  Use of  
compression fittings with Kuri Tec® yarn-reinforced hose is not recommended. Hose claims involving use of these fittings will be disallowed.
‡ CAUTION: This product is designed to dissipate static electricity when the metal wire is properly connected to ground, through the fitting or other 
means.

REINFORCED W
ATER SUPPLY & FOOD GRADE HOSES

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Series No. Size 
Code

Nominal ID

(In) (mm)

Nominal OD

(In) (mm)

Maximum Working
Pressure† (PSI)

@ 70˚F 
(20˚C)

@ 122˚F 
(50˚C)

Standard
Length Coils

Approx. Wt.
per Pkg.

Min. Bend
Radius 
 @ 70˚F

 Nominal Specifications

Heavy wall food and beverage grade Phthalate Free 
vacuum/transfer hose with rated working pressures.

Construction:  
Crystal clear Phthalate Free PVC compound, formulated 
with ingredients in compliance with applicable FDA(03) 

requirements, meets USDA(18), 3A(01), NSF(13), UL(17), USP(19) 
and RoHS(16) criteria.  Reinforced with helically-wound 
spring steel wire. 

Features:
●	 29.9" HG vacuum rating @ 70°F.
●	 Spiral wire reinforcement prevents kinking or collapsing 

. . . hose diameter will not expand under normal rated 
working pressures.

●	 Crystal clear — allows visual confirmation of product 
flow.

●	 Glass-smooth interior — reduces material buildup.
●	 Electrogalvanized helical steel wire can be used for 

static dissipation (see below‡).
●	 Resistant to chemicals (see chemical-resistance chart).
●	 Compound hardness 73 ±3 Shore “A”.

●	 Self-extinguishing.
●	 Non-marking.
●	 Silicone-free.
●	 One-piece lengths.
●	 Special cut piece lengths available through 1" ID size — 

check with factory.
●	 Phthalate Free!

Applications:
●	 Full vacuum lines.
●	 Industrial vacuum pumps.
●	 Food & beverage dispensing.
●	 Air and water supply lines.
●	 Car wash applications.
●	 Coolant lines.
●	 Air breathing lines.
●	 Pneumatic parts transfer.
●	 Deionized water systems.

3A(01), FDA(03), NSF(13), Phthalate Free(15), RoHS(16), UL(17), USDA(18), USP(19) 

POLYWIRE® 

K7130 Series
Heavy Wall PVC Food 
& Beverage Vacuum/ 
Transfer Hose
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 Nominal Specifications

	 Standard Stock Colors			   Maximum Working	 Standard	 Approx. Wt.

			   Size	
 Nominal ID	 Nominal OD

	 Pressure† (PSI)	 Lengths	 per Pkg.

	 K5090	 K5094 Red	 Code					     @70°F	 @122°F		
	 Aqua	 K5096 Blue		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)	 Reel	 Coil/Box	 500 ft.	 100 ft.

	 ✔	 ✔	 04	 1/4	 6.5	 .395	 10.0	 250	 200	 500 ft.	 100 ft.	 27 lbs.	 4 lbs.
	 ✔	 ✔	 06	 3/8	 9.5	 .560	 14.2	 250	 200	 500 ft.	 100 ft.	 47 lbs.	 8 lbs.
	 ✔	 ✔	 08	 1/2	 12.5	 .688	 17.5	 250	 200	 500 ft.	 100 ft.	 57 lbs.	 10 lbs.

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

PNEU-THANE™ 

K5090, K5094,  
K5096 Series

Lightweight Reinforced  
Polyurethane Pneumatic  

Air Tool Hose
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Service Temperature Range: -40°F (-40°C) to +185°F (+85°C)

ULTRA
FLEXIBLE!

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15), RoHS(16)

An extremely lightweight, tough, flexible pneumatic air 
tool hose that is suitable for a wide range of industrial 
and construction applications.

Construction:
●	 Tube — Clear ether-based polyurethane.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — Ether-based polyurethane, available in three  

colors: K5090 – Turquoise Tint, K5094 – Red, K5096 – 
Blue.

Features:
●	 Very lightweight and flexible . . . helps to cut down on 

work-related injuries.
●	 Good flex fatigue and resilience characteristics.
●	 Excellent resistance to oils and solvents.
●	 High oil resistance, complies with ARPM’s Class A  

Designation.
●	 Superior cut-resistance.
●	 High abrasion-resistance . . . provides extra long life  

compared with conventional PVC or rubber air hoses.

●	 Good resistance to hydrolysis and algae in warm water 
applications.

●	 Silicone-free core and cover.
●	 Non-conductive compounds.
●	 Non-marking cover.
●	 One-piece lengths.
●	 Individually shrink-wrapped assemblies are available, 

see page 39.
●	 RoHS(16) compliant.
●	 Phthalate Free!

Applications:
●	 For use with pneumatic air tools such as roofing nailers, 

sanders, chippers, impact wrenches, screwdrivers and 
staplers.

●	 In-plant assembly line air service.
●	 Automotive repair and body shops.
●	 Construction sites.
●	 Marine applications.
●	 Air service for spray painting equipment.
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KKTCA0617

® REINFORCED AIR & W
ATER HOSES

Note: Not recommended for transfer of brake fluids.

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

* Note: Series A1144 5/16” and 5/8” ID sizes are non stock items.

Service Temperature Range: 0°F (-18°C) to +185°F (+85°C)

 Nominal Specifications

	 Standard Stock Colors			 
				    Nominal ID	 Nominal OD	

Maximum Working
	 Standard	 Approx.

		  A1141 Yellow	 Size	 		 
Pressure† (PSI)

	 Length	 Weight
	 A1144 Red	 A1146 Blue	 Code					     @70°F	 @122°F	 Reels	 per

		  A1148 Grey		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)		  Pkg.

	 ✔	 ✔	 04	 1/4	 6.5	 .460	 11.7	 300	 200	 500 ft.	 37 lbs.
	 *	 	 05	 5/16	 8.0	 .520	 13.2	 300	 200	 500 ft.	 44 lbs.
	 ✔	 ✔	 06	 3/8	 9.5	 .625 	 15.9	 300 	 200	 500 ft.	 67 lbs.
	 ✔	 ✔	 08	 1/2	 12.7	 .770	 19.6	 300 	 200	 500 ft.	 88 lbs.
	 *	 	 10	 5/8	 15.9	 .969 	 24.6	 300	 175	 300 ft.	 76 lbs.
	 ✔	 ✔	 12	 3/4	 19.0	 1.060 	 26.9	 300	 150	 300 ft.	 79 lbs.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15), RoHS(16)

A1141, A1144, 
A1146, A1148 Series
Special Purpose PVC/ 
Polyurethane Air Hose

This special blended hose is ideal for general air and 
water applications that need to operate at higher  
temperatures than traditional PVC hoses.

Construction:
●	 Tube — Grey PVC/polyurethane alloy.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — PVC/polyurethane alloy, available in four 

colors: A1141 – Yellow, A1144 — Red, A1146 — Blue, 
A1148 – Grey.

Features:
●	 Grey core tube has excellent cut resistance . . . complies 

with ARPM's Class A designation for high oil resistance.
●	 Highly abrasion-resistant alloy jacket.
●	 Smooth, non-marking pin-pricked cover.
●	 Good flexibility over a wide temperature range.
●	 Good fitting retention at elevated temperatures.

●	 Silicone-free materials.
●	 One-piece lengths.
●	 RoHS(16) compliant.
●	 Phthalate Free!

Applications:
●	 Transfer of air and water.
●	 Ideal for applications in rugged or higher  

temperature environments.
●	 Induction welding tubing lines. 
●	 Injection molding coolant lines.
●	 Transfer of deionized water.
●	 Transfer of transmission and power steering fluids.
●	 Lubrication/air drop lines.
●	 Robotic and pneumatic air lines.
●	 Automotive assembly line air hoses.
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TUNDRA-AIR® 
K1231, K1232, K1234, 

K1236 Series
Air & Water Hose
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Service Temperature Range: -65°F (-54°C) to +150°F (+65°C)

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

	 Standard 		  Nominal ID	 Nominal OD	 Max. Working	 Standard	 Approx.  Wt.
	 Stock Colors	 Size			    Pressure† (PSI)	 Length	 per Pkg.
	 K1231	 K1232	 K1234	 K1236	 Code					     @ 70°F	 @ 122°F	 Coils/Reels	

100 ft.	 300 ft.
	

500 ft.	 Yellow	 Orange	 Red	 Blue		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)		
	 ✔	 	 ✔	 ✔	 04	 1/4	 6.5	 .500	 12.7	 300 	 160	 100/500 ft.	 8 lbs.		  38 lbs.
	 ✔		  ✔	 ✔	 06	 3/8	 9.5	 .625	 15.9	 300 	 160 	 100/500 ft.	 10 lbs.		  52 lbs.
	 ✔		  ✔	 ✔	 08	 1/2	 12.7	 .781	 19.8	 300 	 160 	 100/500 ft.	 15 lbs.		  77 lbs.
	 *	 ✔	 *	 *	 12	 3/4	 19.1	 1.080	 27.4	 200 	 120 	 100/300 ft.	 25 lbs.	 74 lbs.
	 *	 ✔	 *	 *	 16	 1	 25.4	 1.360	 34.5	 200 	 120 	 100/300 ft.	 35 lbs.	 104 lbs.

 Nominal Specifications

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15), RoHS(16)

*Note: Series K1231, K1234 and K1236 in 3/4” and 1” ID sizes are non stock items.

REVISED
TEMPERATURE

RANGE

ULTRA FLEXIBLE
FOR INDOOR & OUTDOOR

APPLICATIONS!

These hoses, made from specially formulated com-
pounds of high grade PVC resin, are engineered to be 
tough and flexible at very low temperatures. The  
superior physical properties and design of the hose 
makes it outperform other general purpose PVC and 
rubber hoses in cold weather air tool applications.

Construction:
●	 Tube — High grade low temperature PVC compound.
●	 Reinforcement — High tensile strength polyester yarn.
●	 Cover — High grade low temperature PVC compound, 

available in four colors: K1231 - Yellow, K1232 - Orange, 
K1234 - Red, K1236 - Blue.

Features:
●	 Excellent low temperature flexibility.
●	 Extremely easy to handle, even in cold weather where 

other PVC hoses become stiff.
●	 Excellent abrasion resistance.
●	 Resilient material avoids permanent deformation caused 

by stresses.

●	 One-piece lengths.
●	 Medium oil resistance, complies with APRM’s Class B 

designation
●	 Non-marking pin-pricked cover.
●	 Light weight.
●	 Silicone-free materials.
●	 RoHS(16) compliant.
●	 Individually shrink-wrapped assemblies are available,  

see page 39.
●	 Phthalate Free!

Applications:
●	 Outdoor air and water hose for use in cold weather, 

where flexibility is required.
●	 Ideal for in-plant applications that require very easy  

handling in tight workspaces.
●	 In-plant freezer applications requiring air or water  

service.
●	 A versatile, lightweight multi-function hose for air, water, 

or mild chemical use.
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®

Service Temperature Range: -40°F (-40°C) to +150°F (+65°C)

POLYAIR® 

K1131, K1134, K1136, 
K1137, K1138 Series
Multi-Purpose Air  
& Water Hose

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

	 Standard Stock Colors				    Max. Working	 Standard	 Approx.

					     Nominal ID	 Nominal OD	 Pressure† (PSI)	 Lengths	 Weight

		  K1131 Yellow		  Size				    	 per Pkg.

	K1134 Red	 K1136 Blue	 K1137 Green	 Code					     @70°F	 @122°F		
		  K1138 Grey			   (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)	 Reel	 Coil	 Reel	 Coil

	 ✔	 ✔	 	 04	 1/4	 6.5	 .500	 12.7	 300	 180 	 500 ft.	 100 ft.	 44 lbs.	 8 lbs.
	 ✔	 	 	 05	 5/16	 8.0	 .625	 15.9	 300	 180 	 500 ft.	 100 ft.	 67 lbs.	 13 lbs.
	 ✔	 ✔	 ✔	 06	 3/8	 9.5	 .625 	 15.9	 300 	 180 	 500 ft.	 100 ft.	 58 lbs.	 11 lbs.
	 ✔	 ✔	 	 08	 1/2	 12.7	 .813	 20.7	 300 	 180	 500 ft.	 100 ft.	 93 lbs.	 18 lbs.
	 ✔	 	 	 10	 5/8	 15.9	 .906 	 23.0	 250 	 125 	 300 ft.	 100 ft.	 64 lbs.	 19 lbs.
	 ✔	 ✔	 	 12	 3/4	 19.0	 1.125 	 28.6	 250 	 100 	 300 ft.	 100 ft.	 96 lbs.	 30 lbs.
	 ✔	 ✔	 	 16	 1	 25.4	 1.406 	 35.7	 250 	 100 	 300 ft.	 100 ft.	 130 lbs.	 41 lbs.

 Nominal Specifications

REINFORCED AIR & W
ATER HOSES

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15), RoHS(16)

Our high quality flexible PVC compounds are uniquely 
blended to make this hose look and feel like comparable 
rubber hose and stay flexible at low temperatures. Its 
light weight makes it an ideal hose for air tool  
applications.

Construction:
●	 Tube — Black PVC compound.
●	 Reinforcement — Spiral polyester yarn with additional  

longitudinal yarns . . . reduces elongation under pressure.
●	 Cover — PVC compound in five colors: K1131 - Yellow, 

K1134 - Red, K1136 - Blue, K1137 - Green, K1138 - 
Grey.

Features:
●	 U. V.  and weather resistant.
●	 Excellent cold weather flexibility.
●	 Easily re-coiled after use.
●	 Medium/high oil resistance, complies with ARPM’s  

Class B Designation.

●	 Non-marking pin-pricked cover.

●	 Lightweight.
●	 One-piece lengths.
●	 Chemical resistance of PVC.
●	 Silicone-free materials.
●	 RoHS(16) compliant.
●	 Individually shrink-wrapped assemblies are available, 

see page 40.
●	 Phthalate Free!

Applications:
●	 Ideal for in-plant applications requiring color coding of 

hose supply lines.
●	 Transfer of air, water and mild water-soluble chemicals.
●	 Outdoor applications requiring a low temperature hose.
●	 General air supply line for pneumatic tools and paint 

spray systems.
●	 Low pressure spray hose for water-soluble chemicals.
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	 Series No.			   Max. Working	 Standard	 Approx. Wt.
		  Size	

Nominal ID	 Nominal OD
	 Pressure† (PSI)	 Length	 per Pkg.

	 K1154	 K1156	 Code
	

		  @70°F	 @122°F	
	 Red	 Blue		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)	 Reel	 Coil	 Reel	 Coil

	 ✔	 ✔	 04	 1/4	 6.4	 .500	 12.7	 300	 150	 500 ft.	 100 ft.	 44 lbs.	 8 lbs.
	 ✔	 *	 05	 5/16	 7.9	 .625	 15.9	 300 	 150 	 500 ft.	 100 ft.	 68 lbs.	 13 lbs.
	 ✔	 ✔	 06	 3/8	 9.5	 .625	 15.9	 300 	 150 	 500 ft.	 100 ft.	 56 lbs.	 11 lbs. 
	 ✔	 ✔	 08	 1/2	 12.7	 .750	 19.1	 300 	 150 	 500 ft.	 100 ft.	 70 lbs.	 14 lbs.
	 ✔	 ✔	 10	 5/8	 15.9	 .895	 22.6	 200 	 100 	 300 ft.	 100 ft.	 60 lbs.	 18 lbs. 
	 ✔	 ✔	 12	 3/4	 19.1	 1.030	 26.2	 200 	 75 	 300 ft.	 100 ft.	 72 lbs.	 22 lbs.
	 ✔	 ✔	 16	 1	 25.4	 1.313	 33.3	 150 	 75 	 300 ft.	 100 ft.	 105 lbs.	 31 lbs.

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

* Note: Series K1156 5/16” ID size is a non stock item.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

 Nominal Specifications

A general purpose PVC air and water hose for in plant 
and outdoor applications in temperate climate  
conditions.

Construction:
●	 Tube — Black PVC compound.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — PVC compound, available in two colors:  

K1154 – Red and K1156 – Blue.

Features:
●	 Economical, flexible and lightweight.
●	 Excellent abrasion resistance.
●	 U. V. and weather resistant.
●	 Non-marking pin-pricked cover.

●	 Silicone-free materials.
●	 Complies with RMA’s Class B designation for medium/

high oil resistance.
●	 One piece lengths.
●	 Phthalate Free!

Applications:
●	 Transfer of air, water and mild water soluble chemicals.
●	 Ideal for in-plant applications that require an economical 

general purpose hose.
●	 Excellent air supply line for pneumatic tools and paint 

spray systems.

K1154, K1156 Series
General Purpose PVC  

Air & Water Hose
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Service Temperature Range: +14°F (-10°C) to +150°F (+65°C)

Phthalate Free(15)
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® REINFORCED AIR & W
ATER HOSES

A general service PVC air and water hose for indoor or 
outdoor applications requiring a lightweight hose that 
can operate at lower temperatures.

Construction:
●	 Tube — Black PVC compound.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — PVC compound, available in four colors: K1171 

– Yellow, K1173 - Black, K1174 – Red, K1176 – Blue.

Features:
●	 Economical, lightweight, low temperature alternative to 

rubber hose.
●	 Excellent abrasion resistance.
●	 U. V. and weather resistant.
●	 Non-marking pin-pricked cover.

●	 Complies with RMA’s Class B designation for medium/
high oil resistance.

●	 One piece lengths.
●	 Formulated for low temperature flexibility.
●	 Individually shrink-wrapped assemblies are available, 

see page 41.
●	 Phthalate Free!

Applications:
●	 Transfer of air, water and mild water soluble chemicals.
●	 Ideal for in-plant and outdoor applications that require 

an economical general purpose hose.
●	 Excellent air supply line for pneumatic tools and paint 

spray systems.

K1171, K1173, K1174, 
K1176 Series
General Service PVC Air 
& Water Hose

Service Temperature Range:  -15°F (-26°C) to +150°F (+65°C)

	 Standard Stock Colors	 Nominal ID	 Nominal OD	 Max. Working	 Standard	 Approx. 
				    Size	 		   Pressure† (PSI)	 Length	 Wt. per
	 K1171	 K1173	 K1174	 K1176	 Code					     @ 70°F	 @ 122°F	 Coils	 Pkg.
	 Yellow	 Black	 Red	 Blue		  (In)	 (mm)	 (In)	 (mm)	 (20°C)	 (50°C)		
	 ✔	 ✔	 ✔	 ✔	 04	 1/4	 6.5	 .475	 12.1	 300 	 150 	 500 ft.	 36 lbs.
	 ✔	 ✔	  ✔	 ✔	 06	 3/8	 9.5	 .600	 15.2	 300 	 150 	 500 ft.	 48 lbs.
	 ✔	 ✔	 ✔	 ✔	 08	 1/2	 12.7	 .750	 19.1	 300 	 150 	 300 ft.	 42 lbs. 
	 	 	 ✔	 	 10	 5/8	 15.9	 .860	 21.8	 250 	 125 	 300 ft.	 46 lbs.

 Nominal Specifications

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15)
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®

K1181, K1184,  
K1186 Series

Utility Grade PVC Air Hose
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Service Temperature Range:  +14°F (-10°C) to +150°F (+65°C)

A lightweight utility air and water hose economically 
designed for indoor and outdoor applications  
operating in temperate climate conditions.

Construction:
●	 Tube — Black PVC compound.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — PVC compound, available in three colors: 

K1181 – Yellow, K1184 – Red, K1186 – Blue.

Features:
●	 Economical, lightweight construction.
●	 U. V. and weather resistant.
●	 One-piece coils.
●	 Individually shrink-wrapped assemblies are available, 

see page 41.
●	 Phthalate Free!

Applications:
●	 Transfer of air, water and mild water soluble chemicals.
●	 Indoor/outdoor air tool service.

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

 Nominal Specifications
	 Standard Stock Colors	 Nominal ID	 Nominal OD	 Max. Working	 Standard	 Approx.
	 K1181	 K1184	 K1186	

Size
			   Pressure† (PSI)	 Length	 Wt. per

	 Yellow	 Red	 Blue	
Code

	 (in)	 (mm)	 (in)	 (mm)	 @ 70° F (20° C)	 Coils	 Coil (lbs)

	 ✔	 ✔	 ✔	 04	 1/4	 6.5	 .475	 12.1	 300	 500 ft.	 35.0 
	 ✔	 ✔	 ✔	 06	 3/8	 9.5	 .600	 15.2	 300	 500 ft.	 47.5	

Phthalate Free(15)

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.
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®

K2163 Series
Contractor PVC  
Water Hose

REINFORCED AIR & W
ATER HOSES

A heavy duty PVC water hose suitable for general  
industrial water and construction applications.

Construction: 
●	 Tube: Black PVC compound.
●	 Reinforcement: High tensile strength yarn.
●	 Cover: Black PVC weather resistant compound.

Features: 
●	 Cost effective.
●	 Lightweight.
●	 Higher working and burst pressures.
●	 Weather resistant PVC cover.

●	 Silicone-free.
●	 One-piece lengths.
●	 Individually shrink-wrapped assemblies are available, 

see page 42.
●	 Phthalate Free!

Applications:
●	 Construction water transfer.
●	 Heavy duty industrial and commercial watering.
●	 Irrigation supply lines.
●	 Municipal maintenance watering.

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)

			   Nominal ID	 Nominal OD	 Max. Working	 Standard	 Approx. Wt.	 Series	 Size	 	 	 Pressure† (PSI)	 Length Coils	 per Pkg.	 No.	 Code	 (In)	 (mm)	 (In)	 (mm)	 @ 70°F (20°C)	 @ 122°F (50°C)		
	 K2163	 12	 3/4	 19.1	 1.030	 26.2	 150	 75	 300 ft.	 65 lbs.

 Nominal Specifications

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

Phthalate Free(15)


